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INTRODUCTION 


Product Summary 


The Western Digital Imaging Personal Worksta- 
tion Graphics Array-1 (PWGA~1) is a set of two 
proprietary VLSI chips designed to serve as the 
primary components of intelligent high-resolution 
color graphics add-in boards for the IBM PS/2 
and PC-AT computer systems and compatibles. 
When the remaining board-level components and 
software are properly selected and integrated, the 
PWGA-1 will provide for complete emulation of 
the IBM Display Adapter 8514/A with superior 
performance plus _ functional enhancements 
(Western Digital extensions). Western Digital Im- 
aging supplies register definitions, Adapter Inter- 
face (AI) software and BIOS extension firmware 
for the on-board EPROM in order to take full ad- 
vantage of all features, including the unique ex- 
tensions. 


Feature Notes 


m= Full functional emulation of the IBM Display 
Adapter 8514/A, including 100% register-level 
compatibility. 


Western Digital extension: can be used with 
PC-AT bus as well as PS/2 Micro Channel with 
no loss of functionality. 


Performance is 30% to 100% faster than 
8514/A in all graphic operations. 


BITBLT performance four times that of IBM 
8514/A in Turbo 4-bit mode using either six- 
teen 64Kx4 VRAM chips or eight 256Kx4 
VRAM chips; Turbo 4-bit mode is two times 
faster than regular 4-bit or 8-bit mode in 
BITBLT. 
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General Information 


Western Digital extension: Locked-in feature 
for a double set of video timing registers to en- 
sure software compatibility when interfacing 
with different monitors. 


Pixel resolution supported: 


IBM 8514/A emulation: one screen page of 
1024x768 pixels or two screen pages of 
640x480 pixels, with 16/256 colors simultane- 
ously displayable in both cases (1024x768x4/8 
or 2@ 640x480x4/8). 


Western Digital extension: Enhanced resolu- 
tion of one page of 1280x1024 pixels or two 
pages of 1024x768 pixels, also with 256 dis- 
playable colors in both cases (1280x1024x8 or 
2@ 1024x768x8). 


Western Digital extension: High-speed hard- 
ware generation of textured lines and en- 
hanced solid lines. 


Western Digital extension: Flicker-free video 
DAC programming option. 


All features, including most extensions, are 
supported by AI driver software and EPROM 
BIOS available from Western Digital. 


Supports both 64Kx4 and 256Kx4 video RAM 
(VRAM) in different speed grade; minimum 
configuration is four 256Kx4 chips or sixteen 
64Kx4 chips. PWGA~1 can optimize perform- 
ance by selecting different memory cycle tim- 
ing for different speed grade VRAMS. 


Supports both INMOS and Brooktree video 
DACs and compatibles, with back-end integra- 
tion to minimize external glue logic. 


Supports both interlaced and non-interlaced 
video monitors at up to 70Hz vertical refresh 
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rate. Software written for 8514A interlaced 
monitors needs no modification for non~inter- 
laced monitors. 


@ Packaged as two 132-pin Plastic Quad Fine 
Pitch Packs (PQFPs), fabricated with 1.25 mi- 
cron CMOS technology. 


Options and Advantages 


In addition to full emulation of the IBM 8514/A, 
which provides intelligent graphics functions such 
as polyline drawing, pattern fill for rectangles, 
“areas” (polygons), and “scissoring” (clipping), 
the PWGA-1 provides several functional en- 
hancements and options as well as superior per- 
formance. 

A major enhancement is the support of higher 
screen resolution, 1280x1024 pixels with 256 si- 
multaneously displayable colors, as opposed to the 
1024x768 maximum for the IBM 8514/A. Alter- 
natively, the PWGA-1 can support a second 
screen page at the highest 8514/A resolution. 

The PWGA-1 will give end users dramatic speed 
improvement in almost all graphics operations; in 
regular 4-bit mode, the PWGA-i performs Bit 
Block Transfers (BITBLTs) twice as fast as the 
IBM 8514/A. In Turbo 4-bit mode, it is four 
times as fast. In particular, enhanced perform- 
ance will be obvious when moving large images on 
the screen (e.g., scrolling). Under turbo mode all 
horizontal data movement will be twice as fast. 
This includes BITBLT, rectangle fill, horizontal 
line, and polygon search and fill. 

Users will also notice considerable performance 
improvement with the PWGA-1 in all new line- 
drawing operations, because it directly performs 
several functions that the IBM 8514/A must per- 
form in much slower CPU software. One such 
improvement is the direct generation of textured 
lines; another is the automatic, high-speed calcu- 
lation of line parameters by the PWGA-1, replac- 
ing the tedious CPU software procedures with sim- 
ple specifications of only the beginning and ending 
points of any line. 


Whereas the IBM Display Adapter 8514/A is. 


designed only for use in the PS/2 computer mod- 
els that use the Micro Channel bus, the PWGA-1 
provides an alternate interface to allow full 
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8514/A functionality (with extensions) for the Mi- 
cro Channel, and more importantly, for all PC-AT 
computers and compatibles. The interface selec- 
tion is made with a single device pin that is 
“strapped” at board design time. 

Many graphics applications result in noticeable 
screen flickering, when the software steals refresh 
cycles to modify the color palette in the video 
DAC. A unique low-cost board design option will 
provide flicker-free display operation by allowing 
the PWGA-1 to buffer the new palette values and 
apply them during the monitor’s horizontal re- 
trace (flyback). 

PWGA-1-based boards can accommodate both 
interlaced display monitors, such as the IBM 
8514, and non-interlaced monitors; the PWGA-1 
will drive either, automatically configuring itself at 
reset time based on the signals in the monitor in- 
terface cable (for IBM-compatible interlaced 
monitors) or on users’ selection through 
AUTOEXEC.BAT utility. End users can thus ex- 
ploit cost/performance trade-offs that are not 
available with the IBM 8514/A board. 

Software written directly to 8514/A registers 
programs the video registers to IBM 8514/A dis- 
play interlaced timing for 1024x768 resolution. 
To achieve maximum flexibility for driving differ- 
ent monitors, two sets of video registers are pro- 
vided: one for 1024x768 resolution and one for 
640x480 resolution. These registers can be pre- 
programmed by the BIOS EPROM at power up 
and their values locked in so that direct access by 
software later will not affect the preset video tim- 
ing. 

For the board designer, the PWGA-1 provides 
several further cost/function/performance trade- 
off opportunities, and also saves design time, 
board space, and component costs by integrating 
much of the peripheral logic into its design. The 
designer can choose among several video memory 
(VRAM) architectures, using either 64Kx4 or 
256Kx4 VRAM chips, with back-end logic inte- 
grated into the PWGA~1 for 8514/A emulation 
and extension to two pages of 1024x768x8 
(1280x1024 extended resolution requires off-chip 
logic support). The designer may also exploit the 


‘use of different clock rates for the drawing process 


and the screen refresh process; and bypass design 
of video data multiplexing and serializing, as these 
functions are integrated into the PWGA~1 chips. 
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HOW TO USE THIS DOCUMENT 


This data book is modularized for use in two ways. 
Chapters 1, 2, and 3 (General Information, Board 
Design Guide, Software Interface) plus the four 
appendices (specifications, including summary 
pin-out, and timing diagrams) contain the infor- 
mation required to use the PWGA-1 chip set in a 
board design and then use the resulting board in a 
computer system. In particular, Chapter 2 con- 
tains a detailed presentation of pin interfaces as 
well as guidelines for the selection and configura- 
tion of other necessary board-level components. 

Note that much of the material in these three 
chapters is presented in a quasi-tutorial style, for 
the benefit of readers who may not be expert in 
advanced graphics hardware. 

The following IBM publication may be useful for 
the board designer: JBM Personal System/2 Dis- 
play Adapter 8514/A Technical Reference, publi- 
cation no. 68X2248/S68X-2248-0, April 1987. 


BOARD OPERATION OVERVIEW 


The functions of any PWGA-1-based board, as 
well as those of the IBM 8514/A, can be summa- 
rized as follows: 


A. Screen refresh: A key function is driving the 
display monitor. The board reads data from its 
VRAM-stored representation of the screen image, 
and then converts the data, pixel by pixel, into 
RGB signals for the display monitor, in synchroni- 
zation with the sweeping of the monitor’s RGB 
guns across its screen. 


B. Drawing: The other major board function, less 
time-critical than screen refresh, is the generation 
of new lines and areas within VRAM in response 
to commands from the system CPU. In this con- 
text, “drawing” includes filling polygonal shapes 
with patterns, establishing boundaries for “scissor- 


General information 


ing” (clipping), and similar operations. Drawing 
operations can involve complex algorithms, and 
they require correspondingly sophisticated proc- 
essing by the PWGA-1. 


C. Image transfer: In most graphics work, it is 
common to save board-drawn images (e.g., pop- 
up menu) elsewhere in main system memory and/ 
or on disk for later restoration to on-board video 
memory and thence to the display screen. 


D. VGA input: The host CPU may request that the 
monitor be driven by the VGA (Video Graphics 
Array), a similar but less sophisticated graphics fa- 
cility located elsewhere in the system; in this case 
the PWGA-~1-based board (or the 8514/A) essen- 
tially becomes a passive pass-through channel, 
taking video data and sync signals from the “auxil- 
iary video extension” bus connector. Note that 
another monitor can be attached directly to the 
VGA; if the PWGA-1-based board (or 8514/A) is 
not in pass-through mode, then the two monitors 
can simultaneously display different images. 


E. Palette loading: Pixel color interpretation is 
mediated by a small “palette” memory in the 
video DAC on the board. The CPU can very rap- 
idly effect changes on the screen by changing the 
contents of this memory, as distinct from issuing 
drawing commands. The palette is further dis- 
cussed in the next section. 


F. EPROM access: The board includes a small 
EPROM containing a BIOS extension available to 
the CPU. The EPROM is mainly for initialization 
and diagnostic testing during power up. (Note 
that a portion of EPROM contains certain board 
configuration information read by the PWGA-1 
upon power up.) 


G. Other: Finally, the board design must provide 
for customary CPU handshaking, interrupts, and 
miscellaneous bus interface signals. 
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Chapter 1 


ARCHITECTURE 


External Architecture 


Figure 1-1 illustrates the logical architecture of a 
PWGA-~1-based board in block-diagram style. 
Each of its major elements, which for now are 
presented as functional “black boxes,” is dis- 
cussed below. 

The PWGA-I (Western Digital Personal Work- 
station Graphics Array~1) consists of two 132-pin 
chips: the PAM (Pixel Address Manager) and the 
PDM (Pixel Data Manager). The next sections 
provide a brief explanation of the internal compo- 
nents of the PAM and PDM; their detailed archi- 
tecture and operation are discussed in the proprie- 
tary portion of this document, in Chapters 4 and 
5, respectively. 

The VRAM block in Figure 1-1 represents the 
video memory subsystem, used to store screen im- 
ages generated in the PWGA-1 (as a result of 
CPU drawing instructions) or sent from the CPU 
(typically for the purpose of restoring previously 
drawn images that had been stored elsewhere in 
the system). The PWGA-1 then accesses these 
images for automatic display-screen refresh. 
Drawing operations take place within a pixel coor- 
dinate space of 2K by 2K; similar to the 8514/A, 
remaining VRAM storage is available to’ the 
PWGA-~1 and the CPU for “off-screen” use, in- 
cluding storage of fill patterns and scratchpad 
data. Chapter 2 describes VRAM operation, pre- 
sents a selection of configuration choices, and de- 
fines the detailed interface of the VRAM subsys- 
tem to the PWGA-~1 chip set. 

In the standard board configuration, the 
PWGA~1 is responsible for serializing and multi- 
plexing data extracted from VRAM for screen re- 
fresh, and then forwarding the data to the DAC 
via the video interface logic block. In VRAM ar- 
chitectures using external back-end support, 
which is necessary to achieve 1280x1024 pixel 
resolution, serializing and multiplexing is done 
within the VRAM block, and the resultant screen 
refresh data bypasses the PWGA-1, as shown in 
Figure 1-1. 

The video DAC (Digital-to-Analog Converter) 
has the primary function of generating analog in- 
tensity signals for the red, blue, and green guns of 
the display monitor, varying these values in syn- 
chronization with pixel coordinates as the guns 
sweep across the screen. The source of these val- 
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ues is the “pixel data” that the PWGA-1 reads 
out of VRAM in its screen refresh operation. 
With external back-end support, extra intelligence 
is required in the DAC to assist in the data for- 
matting begun in the serializing and multiplexing 
logic within the VRAM biock. 

The DAC contains the color palette, a small 
memory that maps a given pixel data value into a 
specific combination of RGB intensities, according 
to the contents of each of the cells in palette 
memory. For example, in a 256-color arrange- 
ment, an eight-bit pixel data value selects one of 
256 palette memory cells. Each of the latter have 
been loaded with an 18-bit datum partitioned into 
three 6-bit fields whose values are in turn con- 
verted into red, blue, and green signal intensities 
when that cell is selected. Palette values may be 
loaded directly from the CPU, or, with the West- 
ern Digital flicker-free option, indirectly through 
the PWGA-1. 

The video DAC and its interfaces, the auxiliary 
video extension (used to drive the monitor from 
an off-board source, normally the system VGA), 


the monitor interface, and other related logic and 


interfaces together comprise the “video DAC and 
interface subsystem,” described in detail in Chap- 
ter 2. Note that the small block in Figure 1-1 
labelied “Video Interface Logic” represents only a 
modest amount of logic and, in fact, consists 
largely of pass-through routing of signals; the 
block is drawn chiefly for convenience in explana- 
tion. 

The CPU Interface Logic block contains the bus 
transceivers and TTL glue logic necessary to inter- 
face the PWGA-~1 chips to the system bus (either 
the IBM PS/2 Micro Channel or the IBM PC-AT 
bus, or compatible buses). This block also pro- 
vides a data path to the DAC, used by the CPU to 
directly access palette values, and to the EPROM. 
The CPU interface logic is described in detail in 
Chapter 2. 

The remaining board elements are the EPROM 
(containing Western Digital-supplied BIOS exten- 
sion firmware), the clock generators, and a group- 
ing of minor components (pull-up/down logic and 
DIP switches) used by the PWGA~1 to sense its 
environmental configuration: whether Micro 
Channel or AT bus, VRAM organization, etc. 
These elements are described in Chapter 2, to- 
gether with the inter-chip (PAM-PDM) connec- 
tions. 
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Finally, the PWGA-~1 contains a set of user-ac- 
cessible internal registers that are compatible with 
those on the IBM 8514/A board, plus certain ex- 
tra registers to support Western Digital extensions. 
From the user’s point of view, the registers exist 
chiefly as destinations for software commands 
(“orders,” in IBM terminology) and their pa- 
rameters. User programming considerations re- 
quired to exploit the Western Digital extensions 
are discussed in Chapter 3. 


PWGA-1 Functional Organization 


Figure 1-2 introduces the internal functional 
blocks of the PAM and PDM chips. Communica- 
tion between the two chips is mediated by two In- 
ternal Bus Interface Units (IBIUs); they are trans- 
parent to user operations, and are not shown in 
the diagram. 

In addition to the internal registers and the 
IBIUs, the functional modules within the 
PWGA-1 are as follows: 


Within the PAM: 

CIU: CPU Interface Unit 

GP: Graphics Processor 

MIC: Memory Interface Controller 


Within the PDM: 
DP: Data Processor 
DSP: Display Processor 


The CIU controls communication with the sys- 
tem bus (via the CPU interface logic block exter- 
nal to the chip set), and passes data to and from 
all the other units on the chip set. It also per- 
forms certain miscellaneous functions, such as for- 
warding addresses from the system bus to the 
EPROM. 

The GP performs the actual diswing computa- 
tions; it supports all 8514/A graphics modes, plus 
Western Digital extensions. The modes include 
line drawing, fill area outline drawing (arbitrary 
polygons), rectangle drawing, image transfer from 
the CPU, BITBLT copying (Bit Block Transfer 
within VRAM), and scissoring. The GP receives 
its drawing instructions from the CIU and sends 
the resulting pixel coordinates to the MIC. 
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The MIC controls VRAM addressing and ac- 
cess. In a typical drawing operation, it will con- 
vert the GP-supplied pixel coordinates into 
VRAM addresses, cause the VRAM to send the 
addressed data (pixel color values) to the DP for 
modification, and then rewrite back into VRAM. 
When not involved in a drawing or special-pur- 
pose access, the MIC manages the VRAM ad- 
dressing portion of the constantly on-going screen 
refresh process. The MIC gives screen refresh the 
highest priority for VRAM access; next is timer- 
based VRAM chip refresh, with GP-requested 
drawing access given the lowest priority. 

The DP is responsible for updating VRAM in 
support of drawing and data transfer operations 
and altering pixel data (color values) according to 
masks and parameters, including “mix” specifica- 
tions supplied in shared internal registers by the 
DP and GP. The DP receives pixel data on a bidi- 
rectional bus from VRAM, modifies it, and then 
writes it back on the same bus. 

The DSP manages the DAC and monitor, coor- 
dinating its role in the screen refresh process with 
the MIC. With an integrated back-end support 
VRAM design, the DSP serializes and multiplexes 
pixel data, “pumped” out of VRAM by the MIC, 
to the DAC, in synchronization with the timing of 
the monitor’s sweep across the display screen. 
(With external back-end support, this DSP func- 
tion is assumed by extra logic within the VRAM 
block and the DAC.) 


Test Considerations 


To facilitate board testing, all output pins of both 
PAM and PDM can be disabled during Reset 
through the test strap pin (Bit 6 of IAD bus). 

If the test strap pin is low, all output signals ex- 
cept SLD are tri-stated. SLD is tri-stated if 
TSEL2-TSELO are also high. 

For PC board in-circuit test, the test strap pin 
should be low and TSEL2-TSELO should be high. 
All bi-directional pins are forced to be input. All 
input and bi-directional pads have internal pull-up 
resistors, therefore they are high if not actively 
driven low. 
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(Dotted Ines represent 
paths used with exter- 
nal back-end support 


only.) 


Video DAC 


Note: This diagram Is intended to Mustrate the logical connections of 
Figure 1-1. Board Architecture 


board-level elements, not physical board layout. 
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chip communication) 
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Figure 1-2. PWGA-1 Internal Modules 
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CPU INTERFACE 


The PAM provides interface pins to connect to 
either the IBM PS/2 Micro Channel or the AT 
bus via a small amount of external logic, illus- 
trated in Figures 2-1 and 2-2. The CIU configures 
itself for one of the two different interfaces 
according to the value of a configuration strapping 
pin, described later in this chapter (Table 2-10). 


Name PAM Pin # 


A0-A19 62-69, 71-82 I 
AUP 85 I 
M/-IO 57 I 


-S0 I 
-St I 
~ADL I 
~CMD 60 I 
-SBHE 56 I 
RESET 52 I 
~CDSETUP 86 I 
CD CHRDY 90 fo) 
-IRQ 88 re) 
-CD SFDBK 89 ) 
-CD DS16 55 fe) 
-DBEN 91 fe) 
DO-D15 94-98, 100-110 VO 
DBDIR 92 fe) 


Table 2-1. CPU interface Pins (PAM) for Micro Channel interface (see Figure 2-1) 


vo 
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Because of the two possible external environ- 
ments, most of these CPU interface pins have two 
alternate interpretations, as shown in the following 
tables. In both cases, however, the names and 
uses of most of these pins correspond precisely to 
the IBM specifications for the Micro Channel or 
AT bus, and so do not need special explanation. 


Description 


CPU address Bits 0 through 19 


Decoding of upper CPU address Bits 
23-20, plus MADE24; all these should be 
0 if the lower 20 bits of address are to be 
considered valid for the PWGA-1-based 
board 


Distinguishes memory access from I/O 
access 


~Status Bit 0 
~Status Bit 1 
~Address Latch 
-—Command 
-System Byte High Enable 
Channel Reset 

-Card Setup 

Channel Ready 


~Interrupt Request; tied to Micro Channel 
-IRQ 9 


~Card Selected Feedback 
~Card Data Size 16 

~Data Bus Enable 

CPU Data Bits 0 through 16 


Data Bus Direction (high for CPU read, 
low for CPU write) 
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Name PAM Pin # 
SA0-SA19 62-69, 71-82 I 
AUP 85 I 


-SBHE 56 I 
-MEMR 57 I 
-~MEMW , 59 I 
-IOR 58 I 
-10W 60 I 
BALE 61 I 
AEN 86 I 
RESET 52 i: 
1/0 CHRDY _ 90 O 
IRQ 88 fo) 
-1/0 CS16 55 re) 


-DBEN 
SD0-SD15 94-98, 100-110 
DBDIR 92 10) 


ATCLK 


84 


VRAM DESIGN AND INTERFACE 


The PWGA-1 supports four VRAM designs. 
Each of these in turn can be implemented with 
two or three levels of chip population, for a total 
of ten implementations. The design choice 
depends on the desired combination of the 
following criteria (with only certain combinations 


possible): 

m pixel resolution: 640x480, 1024x768, or 
1280x1024 : 

@ pixel depth: 4 or 8 bits per pixel 


number of screen pages: one or two 
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Table 2-2. CPU Interface Pins (PAM) for AT Bus Interface (see Figure 2-2) 
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Description 
CPU address Bits 0 through 19 


Decoding of upper CPU address Bits 
23-20; all these should be 0 if the lower 
20 bits of address are to be considered 
valid for the PWGA-~1-based board 


~-System Bus High Enable 
-Memory Read 


-Memory Write 
-I/O Read 
-I/O Write 
Buffered Address Latch Enable 
Address Enable 
' System Reset 
1/O Channel Ready 


Interrupt Request; tied to any AT bus 
interrupt line 


-I/O 16-bit Chip Select 
-Data Bus Enable 
CPU Data Bits 0 through 16 


Data Bus Direction (high for CPU read, 
low for CPU write) 


AT Bus Clock 


size of VRAM chips to be used: 64Kx4 or 
256Kx4 


number of VRAM chips (and hence board 
size) 

field upgradeability 

type of design: with back-end support (serial- 
izing and multiplexing of pixel data for screen 


refresh) integrated within the PWGA-1, or 
with external back-end support 


External back-end support—which includes use 


of a more sophisticated DAC—is required to 
achieve 1280x1024 resolution. 
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Micro Channel Connector * 


*A portion of the “16-Bit Connector with Video Extension.” 
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ID0-ID7: Low-Order 
68 Bits of Data Bus, to EPROM 


PAM 


~ADL 
-CMD 
-SBHE 
RESET 
-COSETUP 
CO CHRDY 
~IRQ 
-CD SFDBK 
-CD DS16 


CHRESET Nee wake Sad 
~COSETUP Pars 
CO CHRDYn) fet, al 
~IRQ 9 5G ae 
-CD SFOBK (n 5 anaes 
l-copsieim =O 


Transceiver 
ALS245 


of Data Bus, to 
To Video | Video interface Logic 


| EPROM 

(Shown for | 2 

consistency | 

with Figure 1-1 

enon BIOS AO- 1DO-ID7; 
| BIOS Ai | Low-Order 8 Bits 
| 
interface Logic 

i steal 


Figure 2-1. CPU Interface Logic: Micro Channel 
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ID0-1D7: Low-Order 
8 Bits of Data Bus, to EPROM 


AT Bus Connector 


SA0-SA19 
SBHE 
-SMEMR 
-IOR 
-lOW 
BALE 

AEN 


BALE 


RESET DRV ins peace 


-IO CS18 


$D0-S015 
Bus 
Transceiver 
ALS245 
r 
| 
(Shown for | 
consistency | 
with Figure 1-1) 
BIOS A0- 100-ID7: 
| | Low-Order 8 Sits 
BIOS Al of Data Bus, to 
| me Zz | Video interface Logic 


LL interface Logic a 


Figure 2-2. CPU Interface Logic: AT Bus 
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( Table 2-3. VRAM Parameters 
Chip No. of Pixel Pixel # of Screen 
1/E* Size Chips Resolution Depth Pages S/w** 
I 64Kx4 16 1024x768 4 1 S 
640x480 4 2 s 
32 1024x768 8 1 S 
1024x768 4 2 WwW 
640x480 8 1 S 
I 256Kx4 4 1024x768 4 1 S 
640x480 4 2 S 
8 1024x768 8 1 S 
1024x768 4 2 WwW 
640x480 8 1 S 
16 1024x768 8 : WwW 
1024x768 4 2 WwW 
640x480 8 2 WwW 
E 256Kx4 8 1280x1024 4 1 WwW 
1024x768 8 1 S 
1024x768 4 Z WwW 
640x480 8 1 S 
16 1280x1024 8 1 WwW 
1024x768 8 2 WwW 
1024x768 4 2 WwW 
640x480 8 2 WwW 
“I = Integrated (on PWGA~1 chips) back-end support 
ect, E = External back-end support 
( \ **S = Standard capability within 8514/A emulation 
e W = Western Digital extension to 8514/A capability 
The capabilities of the various VRAM designs, 8-chip 256Kx4 level; implementation at the 
with their several levels of chip population, are 16-chip level provides for the extended capability 
shown in Table 2-3. Note: Although not shown, of doubling the number of screen pages supported 
each level of chip loading for a given design by the 8-chip version. Figure 2-4 illustrates the 
includes the capabilities of the smaller chip 16-chip version with indications of which chips 
population(s). ; should be left unpopulated if field upgradeable 
Since the 16-chip implementation of 64Kx4 of 4-chip and/ or 16-chip versions are to be 
this design cannot support maximum IBM 8514/A produced. The same diagram can also serve as 
resolution, the 32-chip version, shown in Figure the basis for an 8-chip design, with half of those 
2-3, will typically form the basis for board design chips omitted for future field upgrade if desired. 
except for special applications. Figure 2-3 does, Figure 2-5 illustrates the 16-chip version with 


however, illustrate which chip positions should be 256Kx4 VRAMS and externa! backend support. 

left unpopulated if a 16-chip field-upgradeable A Brooktree 8-bit video DAC BT458 is used. 

version is to be produced. Figure 2-6 shows the detail connections for 
If maximum IBM 8514/A resolution is desired, 256Kx4 VRAMs to PAM and PDM. 

this design should be implemented to at least the 
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$D0-15 


$D16-31 


Quad 

(4 chips) 
Q1 

Q2 

Q3 

Q4 


QI’ 
Q2’ 
Q3’ 
Q4’ 


® Heavy lines represent minimum chip population (16 chips). 


Sele 


ee 


© Heavy lines plus light lines represent standard chip pcpulation (32 chips). 


SE 


SE12A 
SE12A 
SE34A 
SE34A 


SE12B 
SE12B 
SE34B 
SE34B 


sc 


$C13 
SC24 
$C13 
SC24 


$C13 
SC24 
SC13 
SC24 


Control Signal Assignments 


RAS CAS 


CAS12 
CAS12 
CAS34 
CAS34 


CAS12 
CAS12 
CAS34 
CAS34 


WE 


WE0-3 
WE4-7 
WE0-3 
WE4-7 


WE0-3 
WE4-7 
WE0-3 
WE4-7 


Display 
Memory Configuration 


1024x1024x4 


1024x1024x8 
'2048x1024x4 


Figure 2-3. VRAM Design with 64Kx4 Chips and Integrated Back-End Support 
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PD31-16 


PD15-0 


Note: In 4-chip population, the 
high 16 bits of both data buses 
are unused. The unused pine will 
be pulled high by the internal pull- 
up resistors. 


$D0-15 


$D16-31 


e Heavy lines represent minimum chip population (4 chips). 
eo Heavy lines plus light lines represent standard chip population (8 chips). 
e Heavy lines plus light linee plus dotted lines represent extended chip population (16 chips). 


Control Signal Assignments 


Quad Display 
(4 chips) SE SC RAS CAS _WE Memory Configuration 


Q1 SE12A  SC13 RASO CAS12 WE0-3 } 1024x1024x4 
Q2 SE12A SC24 RASO CAS12.- WE4-7 1024x1024x8 

2048x1024x4 
Q3 SE34A = SC13 RAS1 CAS34 WE0-3 


2048x1024x8 
Q4 SE34A SC24 RAS1 CAS34 WE4-7 2048x2048x4 


Figure 2-4. VRAM Design with 256Kx4 Chips and Integrated Back-End Support 
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CASI2 AS153 (8C) 


SE12A 


CAS34 


SE34A 


LOCLK 
(FROM PDM} 


$Cc3 


Sc2 


NCHIPt M1288 = 1 I 1280x1024x8 mode 
i M1260 = 1 Hf 1280x1024 mode 


Control Signal Assignments 


QUAD SE SC RAS CAS WE 

Q1 SE12A  SCi RASO CAS12. WE0-3 
Q2 SE12A SC2 RASO CAS12. WE4-7 
Q3 SE34A 8 SC3 RAS1 CAS34 WE0-3 
Q4 SE34A SC4 RAS1 CAS34 WE4-7 


Figure 2-5. VRAM Design with 256Kx4 Chips and External Back-End Support 
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Table 2-4. PAM Pin Interface to VRAM 


PAM Pin # 
19, 16-10 


Pin Name 


MA7-MA0 


Description 


Low-order address lines, into all quads. For 64Kx4 


designs, MA7 is not used; for 256Kx4 chips, all eight 
lines are used. 


Used as high-order address bit (MA8) for quads Q1, 
Q3, and their “’” counterparts, in all designs. 


Used as high-order address bit (MA8) for quads Q2, 
Q4, and their “’” counterparts, in all designs. 


Row Address Strobe 0 
Row Address Strobe 1 
Column Address Strobe 1 
Column Address Strobe 2 


Pixel data Write Enable lines to enable writing into 
VRAM on the PD bus (bidirectional Parallel Data bus, 
between VRAM and DP; see below). A given quad 
receives either WE0-3 or WE4-7. 


Transfer-cycle control and serial data output enable, 
used by all quads. 


Certain interfacing information is common to all 
VRAM designs. For example, all designs use the 
concept of “quadding” the VRAM chips into 
groups of four, with each of the four chips in a 
“quad” receiving the same control signals. (The 
write enable lines are an exception; the signal 
assignment tables show a given quad receiving 
WE0-3 or WE4-7, but the four lines are 
distributed individually to each of the four chips 
within the quad.) The diagrams (Figures 2-3 to 
2-5) label quads as Qi, Q2, Q3, and Q4 for 
minimum chip population, with a “’” symbol 
added for the second population level. 

Tables 2-4 and 2-5 show the PAM and PDM 


-pins used to form the VRAM interface. The four 


VRAM design diagrams (Figures 2-7a, b, c, d) 
that follow include tables that specify which quads 
receive which control signals. Not all signals are 
used in a given VRAM design and chip 
population. 

All the pins in Table 2-4 drive control signals 
generated by the MIC. 

The PD Pixel Data bus is managed by the Data 
Processor module (DP); all other pins in Table 
2-5 are managed by the Display Processor (DSP). 

WEO0-3 are for pixel positions 0-3, respectively. 
In turbo mode, WE4-7 are for positions 4-7. For 
x8 mode, WE4-7 are the same as WE0-3. 
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a 
Table 2-5. PDM Pin interface to VRAM ae ) 
Pin Name PDM Pin # Description 
PD31~-PD0 90-93, 95-98, Parallel Data bus, connecting the DP module to the 
100-114, 117-125 VRAM block; data is bidirectional. (This is the path 
through which the DP first reads, then rewrites pixels 
in support of drawing operations.) 
$D31-SDO0 46-49, 52-67, Serial Data bus; in VRAM designs with integrated 
71-82 back-end support, this is the path by which screen re- 
fresh data is extracted (by a transfer cycle) from the 
serial ports of the VRAM chips and then moved to the 
DSP module for serializing and multiplexing before be- 
ing sent to the DAC. In VRAM designs with external 
back-end support, the serial data bus to the DSP is not 
used; instead, the DSP reconfigures itself to use some 
of these pins (replacing SDS,SD6) as output drivers _ 
for additional control signals to VRAM, as shown be- 
low. 
SE12A, SE34A 87, 85, Serial data output enable 
SE12B, SE34B 86, 84 
$C13 88 Serial data clock 1 
SC24 89 Serial data clock 2 
The following pins are changed for external back-end support: 
SEL1 (SDS) 77 Mux select 1 (External back-end support. See Fig 2-5) 
LDCLK (SD6) 76 (With external back-end support, this pin is recon- 
figured from SD6 to the LDCLK signal to the DAC, as a rs 
discussed in the next section. See Fig 2-5) i ~ 


In the following VRAM design diagrams, the PD 
lines connect to the parallel data ports of the 


Figure 2-6). X2 to X9 indicates the horizontal 
position of each “4 pixel” group from left to right 
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VRAM chips, while the SD lines connect to their 
serial data ports. 

The different resolution modes require different 
memory addressing schemes to configure the dis- 
play memory properly for screen pixel position. 
Figures 2-7a, 2-7b, 2-7¢ and 2-7d show how the 
PAM generated addresses connect to the row and 
column addresses of the 256Kx4 VRAMS (see 
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on the screen. X0 and X1 are not shown because 
of the “4 pixel” group organization. YO to Y9 
indicates the vertical position of each pixel from 
top to bottom on the screen. Each figure also has 
a small map for the top left-hand corner of the 
screen showing the X,Y position and the row- 
column address of the VRAM. 
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Memory Config : 1024x768x4 Four 256Kx4 Chips 


PAM VRAM 
Memory 
Address Line 


Row Address Column Address Comments 


LA13 Y9 Yo A8 for Q1 chips 


LA24 D.C. D.C. Unused Pin 
MA7 Y8 X9 
MA6 Y7 X8 
MAS Y6 = X7 
MA4 Y5 X6 
MA3 Y4 x5 
MA2 Y3 X4 
MA! Y2 X3 


MAO 
RAS Decoding : RASO and RAS1 active regardless of address 


X2 


CAS Decoding : CAS12 active, CAS34 inactive regardless of address 


WE Decoding : Pixel Write Mask not nibble swapped 


Display Memory Map : 


X4 | 0000 | 0000 | 0000 | 0000 | 

X3 | 0000 | 0000 | 1111 | 1111 | 

X2 | 0000 | 1111 | 0000 | 1121 | 

Y YY X21 [{ 0011 | 0011 | 0011 [| 0011 | 
210 #£4xXO {| 0101 | 0101 | 0101 | 0101 | 
_——- aa SRE RRR Ieee 
000 f av {| Qa | Q2 | Qi | 
| 0, ofF{ 0, 1 | 0, 2{ 0, 3 | 
thn rn ret re ep np een} 
001 | @2 |} @2 | Q2 | Qu | 


JO0,100 |0,101 [0,102 [0,103 | 


Q 
[2.0 | dt, 1 [2,214,381 
rr at pnp sh 
o11 }@r ]|aQmu |J|aQ {a 
{1,100 {1,101 [1,102 {1,103 | 
anaaet Saaemenmeeeet E op apne 


war mere 


“Row Address, Column Address respectively in HEX 


Figure 2-7a. Dispiay Memory Addressing for 1024x768x4 
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Memory Config : 640x480x4(x 2 page) Four 256Kx4 Chips 


PAM VRAM 
Memory 
Address Line Row Address Column Address Comments 


x9 A8 for Q1 chips 
D.C. Unused Pin 

X8 

X7 

X6 

X5 

x4 

X3 

X2 

Y1 


RAS Decoding : RASO and RAS1 active regardless of address 
CAS Decoding : CAS12 active, CAS34 inactive regardless of address 
WE Decoding : Pixel Write Mask not nibble swapped 
Display Memory Map : 
0000 
0000 
1111 


0011 
0101 


| 
} 1, o{ 1, 2]1, 4] 12, 6 
nn pana rennet mene ernennf ere meneame 
f Q@@ | Qu | Qf| a | 
, 0,1 {0,3 {0,5 {0,7 | 


*Row Address, Column Address respectively in HEX 


Figure 2-7b. Display Memory Addressing for 640x480x4 (2 page) 
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Memory Config : 1024x768x8 Eight 256Kx4 Chips 


PAM VRAM 
Memory 
Address Line 


Row Address Column Address Comments 


LA13 Y9 Yo A8 for Q1 chips 
LA24 Y9 YO A8 for Q2 chips 
MA7 ¥8 X9 
MA6 Y7 X8 
MAS Y6 X7 
MA4 Y¥5 X6 
MA3 ¥4 XS 
MA2 ¥3 x4 
MAti Y2 X3 


MAO 


RAS Decoding : RASO and RAS! active regardless of address 
CAS Decoding : CAS12 active, CAS34 inactive regardless of address 
WE Decoding : Upper nibble of write mask is generated by replicating lower nibble. 


Display Memory Map : 


{ 0000 | 0000 | | 0000 | 

| 0000 | 0000 | } 1211 | 

x2 | 0000 | 1111 | 0000 | 1121 | 
| 0011 | 0011 | | 0011 | 

| 0101 | 0101 | { o101 | 
sn SRR RARER 
[Q1&Q2 [Q1a&Q2 {Q1&Q2 |(Q1&Q2 | 
} Oo, o*] 0, 1 | 0, 2] 0, 3 | 
hp pf 
001 [Q1&Q2 [Q18Q2 [Q14eQ2 [QlaQ2 | 
{0,100 [0,101 |0,102 [0,103 | 
nt thn rp tpt 
010 {Q1&Q2 (Q1&Q2 (Q1&Q2 [Q1&Q2 | 
}1,0][2, 2,2, 2]}12, 3 | 

eer one mae hp pe pan 
o11 [Q1&Q2 [Q1&Q2 |Q1&Q2 (Q18&Q2 | 
}2,100 [1,101 [1,102 |1,103 | 
rnp th rrr teem ee 


*Row Address, Column Address respectively in HEX 


Figure 2-7c. Display Memory Addressing for 1024x768x8 
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Memory Config : 1024x768x4x2 Turbo Mode Eight 256Kx4 Chips 
PAM VRAM 


Memory 

Address Line Row Address Column Address Comments 
LA13 Y9 X2 V. Access, YO H. Access A8 for Q1 chips 
LA24 Y9 X2 V. Access, -YO H. Access A8 for Q2 chips 
MA7 Y8 X10 

MA6 Y7 X9 

MAS Y6 X8 

MA4 Y5 X7 

MA3 Y4 X6 

MA2 Y¥3 XS 

MA1 Y2 x4 


MAO 


RAS Decoding : RASO and RAS1 active regardless of address 
CAS Decoding : CAS12 active, CAS34- inactive regardless of address 
WE Decoding : Pixel Write Mask will be nibble swapped if LA13=1. 
Page Zero Display Memory Map (X10 = 0) : 


x4 | 0000 | 0000 | 0000 | 0000 | 

xs 0000 {| 0000 {| 1121 | 11212 | 

%2 | 0000 11211 | 0000 | 4111 
yyy xi 0011 0011 0012 0011 = 
210 0102 0101 | a 0101 


2 e {qi | 
| 0, 0 Pe 100 0, 1 [0,101 | 
Scocecowecnn pee ceca Soc anwd mn eo deena Ss *Row Address, Column Address respectively in HEX 
010 Q1r | Q2 [ @2 | @2 


{ 2, 2 Ja,101 | 
eae gee eae 

011 e2 jai. | @2 ja | 
1, © {1,100 | 1, 2 }1,202 |{ 


ee tes 


Page One Display Memory Map (X10 = 1) 


-X4 [| 0000 | 0000 | 0000 | 0000 | 
X8 [| 0000 | Oooo | 1211 | 1111 | 
X2 | 0000 { 1211 | 0000 | 11112 | 

| 0011 | 0012 | 0022 | 


YYY x1 | 0023 
210 Xo | 01012 | 0101 | 0101 | 0101 


Q2 
oO, wer 0,180 


@2 | @. {| @2 {| @ 
0,080 [0,280 | 0,081/0,182 
wow meee owe nn eras a en Vea | 


010 has Boe 
1,080]1, nies 1,082 i oe 
moe e wenn e vies oewmce ae ee 
o1i1 ee Qi Fae | 
1,080/1,180 {1, weiter 2,181 
ewe ween ne ee ee ee ee a 


Figure 2-7d. Display Memory Addressing for 1024x768x4 (2 page, Turbo Mode) 
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VIDEO DAC AND INTERFACE SUBSYSTEM 


This section includes the following information for VGA, and passed through to the monitor from 
the board designer: the auxiliary video extension connector. 


a Routing of VRAM pixel data to the video Palette access, with the board design option of 
DAC. This involves two alternative designs, implementing “flicker-free mode,” a Western 
depending on whether back-end support is Digital extension. 
performed by the PWGA~1 or by external 


components. Note that a related topic, PWGA~1 recognition of 


; monitor type, is grouped with other configuration 
Routing of control information from the Strapping issues, and is discussed later in this 
PWGA-1 to the DAC and the monitor. chapter . 

The PDM pins associated with the video 
interface subsystem are all outputs from the DSP, 
and are shown in Table 2-6. 


Signal routing in support of “VGA modes,” in 
which the monitor is driven by control and 
data signals originating off-board, in the system 


Table 2-6. PDM Pin interface to Video Subsystem 


PDM 
Name Pin # Description 


VDATAO-7 30-27 (O) With integrated back-end support, these pins output the video 
24-21 (O) data for the DAC. With external back-end support, they are not 
used for this purpose, since the DAC receives its data from the 
external logic within the VRAM block. In both cases, however, 
these same pins are the source of palette-loading data in flicker- 
free mode. (tri-state output) 


132 (O) With the flicker-free design option, this pin selects the source 
of palette-loading data to be either the low eight bits of the PC 
data bus (normal mode) or VDATAO0-VDATA7 (flicker-free 
mode). SELVD is also the tri-state control signal for -DACRD 
and -DACWR of PAM. When it is high, it disables the 
-DACRD and -DACWR signals of PAM. 


Video clock for DAC (tri-state output) 
Video blank signal for DAC (tri-state output) 


-DAC palette read (Note that data read from the palette is al- 
ways routed to the PC data bus in the CPU interface logic.) 


~DAC palette write (see SELVD, above) 


Horizontal sync, to the monitor (tri-state output) 


Vertical sync, to the monitor (tri-state output) 
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PDM 


Table 2-6. PDM Pin interface to Video Subsystem (cont.) 


Enables VGA pass-through mode. This signal selects the source 
of video data to the DAC (either VDATAO-7 from the PDM or 
P0-7 from the auxiliary video extension), the control signals to 
the DAC (either VCLK and BLANK from the PDM, or DCLK 
and BLANK from the auxiliary extension), and the sync signals 
to the monitor (either HSYNC and VSYNC from the PDM, or 
HSYNC and VSYNC from the auxiliary extension). 


For external back-end support (Figure 2-9), this output signal is 
provided to drive the LD (load) input of the Bt451/458 DAC, 
where it synchronizes the serializing of the 32 bits of pixel data 
from the VRAM into four 8-bit pixel color selections. (With 
integrated back-end support, this pin is SD7 of the serial data 


Name Pin # Description 
-ENVGA 42 (0) 
LDCLK (SD6) 76 (O) 


Figures 2-8 and 2-9 describe board implemen- 
tation of the video DAC and interface subsystem 
with integrated and external back-end support, 
respectively. The flicker-free design option 
applies to both, and is discussed later.The 
PWGA-1 chip set supports INMOS IMS 
G171/176/178, Brooktree BT471/478 and 
compatible video DACs for 8514/A modes. It also 
supports Brooktree BT451/458 and compatible 
for Western Digital enhanced 1280x1024 mode. 

The Brooktree Bt471 DACs include a 256xi8 
palette, loaded with 6-bit R, G, and B color 
intensity values; the high two bits of the 8-bit data 
lines supplying these values are ignored. The 
Bt478 substitute a 256x24 palette, with all eight 
bits used for finer control of color. The DAC8 pin 
from PAM can be used to select 6-bit or 8-bit 
palette fields. Note that the palette overlay 
capabilities are not used; the DAC’s RS2 and 
OLO-OL3 pins should be tied down. 

Without the flicker-free option, CPU software 
writes data into the DAC’s color palette on the 
low eight bits of the system data bus. The 
PWGA-1 intercepts CPU addressing and controls 


SIZE 


bus from VRAM, as discussed in the previous section.) 


SCALE 


DAC access using the low two bits of its EPROM 
address bus, BIOSA1 and BIOSAO. When the 
flicker-free option is incorporated into the board 
design, as shown in Figures 2-8 and 2-9, the CPU 
software can invoke flicker-free mode, as 
discussed in Chapter 3. In this mode, palette data 
is buffered by the PWGA-1 and released to the 
DAC over the VDATAO-7 lines, with the SELD 
control signal activated to select the VDATA lines 
in preference to the system data bus. Routing of 
the latter lines to the DAC via the SELD 
multiplexor is still required, both to allow for 
non-flicker-free mode (8514/A emulation) and 
for palette reads. 

Figure 2-9 shows the implementation of 
1280x1024 resolution with external back-end 
support and two DACs. The fast DAC 
Bt451/Bt458 is used for 1280x1024 and 
1024x768 resolutions. The slow DAC is used for 
VGA video signal. The flicker-free capabilities do 
not apply to that DAC. 

The CLKSEL lines and high-frequency clock 
source in Figure 2-9 are described later in this 
chapter. 
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VDATAO~7 
-ENVGAN 
-DACRD 
-DACWR 


SELVD 
VCLK 

BLANK 
HSYNC 


DAC (Bt 471/478, 
INMOS IMSG176/178) 


From CPU 
interface 
Logic 
pr, 
BIOS AO 


posar [| oC Cet 


VSYNC i 


EVIDEO/Select internal Video 


EOCLK/Select internal DAC Clock 
ESYNC/Select internal Syncs 


Not connected 


Notes: 1. Dotted tines show fiicker-free design option. 
2. Where signais have two labeis, the first ap- 
piles to the Micro Channel. 


Figure 2-8. Video DAC and Interface Subsystem with Integrated Back-End Support 
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VDATAC?7:00 
Figure 2-9a. 1280x1024 Resolution implementation with Two DACs 
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Figure 2-9b. Detall Schematic, pal 1280 
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EPROM 


A 27256 32K UV EPROM is used on the Micro 
Channel board to store the Western Digital BIOS 
extension plus two configuration parameters that 
the PWGA-1 loads into internal registers upon 
board reset: the POS ID (for PS/2 Micro Channel 
system integration), chosen by the customer, and 
a VRAM wait-state control parameter (dependent 
on characteristics of the VRAM chips chosen for 
the board, and automatically selected from among 
four choices depending on how two configuration 
parameter pins are strapped); see Figure 2-10a 
&b. 

EPROM is remapped for the AT bus board 
because of VGA conflict and widespread use of 


Table 2-7. BIOS EPROM Address Mapping 


C8800-C8FFF D8800-D8FFF 


2K (Fixed) C6800-C6FFF 


4K (Bank Selectable) C7000-C7FFF 
2K (Fixed) CA000-CA7FF 


* Reset strapping signal on pin IADS selectable by jumper. 


Name PAM Pin # ) te) 
BSA0-BSA14 54, 53, 49-37 Oo 
-BS OE 36 oO 


OTHER BOARD DESIGN ELEMENTS 


Table 2-8. EPROM Interface Pins 


DWG {| DRAWING NUMBER 


Shadow RAM in 386 machines. BIOS EPROM 
Address mapping for PWGA-1 chip set is as 
stated in Table 2-7. 

For PC AT and compatibles, 2 sets of addresses 
that minimize memory conflict with other 
products have been selected, i.e. C8800-C9FFF 
or D8800-D9FFF. Either address can be selected 
by a jumper in a board design. 

The EPROM is accessed through the CIU on the 
PAM, which generates addressing for the EPROM 
and activates an output enable line. Data from 
EPROM ties to both the CIU and the system bus 
through an 8-bit connection to the internal data 
bus, as shown in Figure 2-11. (See also Figures 
2-1 and 2-2.) The PAM pins involved are shown 
in Table 2-8. 


C9000-C9OFFF 


D9000-D9FFF 


Description 
EPROM BIOS address lines 
-EPROM BIOS chip select 
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EPROM Contents (Bytes) 


POS ID (MSByte 
POS ID (LSByte) 


EPROM Byte Address 
7FFF 


7FFE 
7FFD 


VRAM 


1 1 


VRAM Chip 
Type* 


VWSCP3** MSB 


{ VWSCP2 MSB 


[vwsep2 LSB) 
{es 
{ VWSCPO MSB 

VWSCPO 


*These are signals from two of the configuration 
strapping pins described in the section titled 
*Configuration Strapping” as follows: 


VRAM Chip Speed: 0 If -8 spec, 1 If -10 spec, [AD4 pin 
VRAM Chip Type: 0 If 64Kx4, 1 If 256Kx4, [ADO pin 


***VWSCP” = VRAM Wak-State Control Parameter 


Figure 2-10a. EPROM Configuration Parameters 
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: RAS Precharge Wait is used to select the minimum RAS precharge time. Encoding of this 
field is as follows: 


RPW<1:0> Min. RAS Precharge Clocks 
0 0 or 
Oo 1 

10 1 : 


1 1 8 


: CAS Precharge Wait is used to select the minimum CAS precharge time, the minimum 
time CAS will be high in between page mode cycles. Encoding of this field is as follows: 


CPW<1:0> Min. CAS Precharge Clocks 
0 O 2 

0 

1 4 

1 5 


: Entry Wait is used to select CAS low time for entry cycles. Encoding of this field is as 
follows: 


EW<1:0> CAS low for _ clocks during entry 
3 


: Page Wait is used to select CAS low time for page mode cycles. Encoding of this fieid is 
as follows: 


CAS low for _ clocks during page mode 


: RAS Hoid. If set, RAS address hold time will be extended from 2 clocks to 3 clocks. 


: Raster Operation Wait. The binary value in this field, a value between 0 and 7, gives the 
minimum number of clocks between the read and write of a destination RMW. 


: Disable Page Mode. if this bit is set, none of the memory cycles will be done in page 
mode regardless of their addresses. 


: Delay Pixel Location. If this bit is set, the earliest that pixel location information on the !AD 
bus, and the swap pin, can change is one clock before the rising edge of CAS, if cleared 
two clocks. 


: Test Mode, if this bit is cleared the MIC operates normally. If set, the MIC goes into test 
mode were DRAM refresh cycles are requested every 135 clocks, and in page mode the 
RAS low timer times out after 20 clocks of RAS low. 


Figure 2-10b. VRAM Wait-State Control Parameters 
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BIOS AO-BIOS Al, 
To DAC via Video 
interface Logic interface Logic 


(Note: For consistency with Figure 1-1, 
these links are shown passing through 
the CPU interface Logic first.) 


1D0-ID7: Low 8 bits 


of ID Data Bus, to CPU 
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BSA0-14 


Figure 2-11. EPROM 


PAM-PDM Interface 


The PAM and PDM are connected to each other 
through a 22-pin interface. Both chips include an 
internal bus interface unit (IBIU) which controls 
inter-chip communication; one of its functions is 
to buffer data transfers larger than eight bits, since 
the general-purpose inter-chip data bus is eight 
bits wide due to pin count constraints. Inter-chip 
communication is transparent to the user. 
Table 2-9 specifies the interface. 


Configuration Strapping 


The PWGA-~1 configures itself to its board design 
environment by latching the values of certain 
Strapped input pins on the rising edge of the 
CPU’s RESET signal. (It also reads two 
parameters from the EPROM, as mentioned 


earlier in this chapter.) One of these pins, which 
distinguishes between the Micro Channel and PC 


AT bus CPU interfaces, is dedicated to this 
purpose. Three other dedicated pins receive 
monitor type information, as shown in Figure 2-12 
and Table 2-11. The remaining pins, which all 
deal with VRAM configuration information, are 
actually part of the inter-chip communication 
interface; the strapped values are driven to the 
inter-chip lines through tri-state buffers, as shown 
in Figure 2-13. 

Note that if a field-upgradeable VRAM design is 
selected (with the VRAM chips partially 
populated), the appropriate strappings should be 
implemented with jumpers, switches, or some 
other method that allows the user to change the 
strapped values in the course of field upgrade. 

Table 2-10 specifies the strappings for supplying 
the PWGA-~1 with environmental information. 
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Table 2-9. inter-chip Interface Pins 


PAM Pin No. 


PAM 125 
PAM 126 
PAM 127 
PAM 128 
PAM 129 
PAM 130 
PAM 131 
PAM 132 
PAM 124 
PAM 8 
PAM 123 
PAM 122 
PAM 121 
“PAM 114 
PAM 2 
PAM 119 
PAM 118 
PAM 6 
PAM 3 
PAM 4 
PAM 5 
PAM 7 


Signal Direction 


Clock Considerations 


A major design element of the PWGA-1 is the 
provision of two separate and independent clock 
rates: one for drawing operations, the other for 
screen refresh. In particular, faster monitors can 
be used without changing the clock rate of the 
drawing facilities within the PWGA-1, and 
conversely, use of slower monitors will not 
degrade drawing speed. 

The system clock signal, provided by an external 
60-MHz oscillator, drives the drawing processes 
within the PWGA-1, and is used to generate 
VRAM timing. The pixel clock, used to drive the 


PDM Pin No. Signal Name 


PDM 9 IADO 
PDM 8 
PDM 7 
PDM 6 
PDM 5 
PDM 4 
PDM 3 
PDM 2 
10 
126 
11 
12 
13 
19 


15 
16 


screen refresh process, is selected from among 
four oscillator outputs to accommodate different 
types of monitors. Three PDM output signals, 
CLKSEL2, CLKSELi and CLKSELO, are 
provided to make the selection. 

In the United States, non-interlaced video 
monitors use a vertical refresh frequency of 60 
Hz; in Europe, the standard is 70 Hz. Including 
the interlaced IBM 8514 monitor (vertical 
frequency 43.48 Hz) produces Table 2-13, in 
which the “Pixel Frequency” is the frequency of 
the oscillator selected by CLKSEL2, CLKSEL1 
and CLKSELO as input to the PDM’s PCLK pin. 
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Table 2-10. Configuration Strapping Pins 


PAM Pin No. 


Description 


PAM 120 (MC/-AT) High if Micro Channel, low if PC-AT bus 
PDM 36-38 (MID2-MID0) Monitor ID Bits 2-0 (See Table 2-11) 
PAM 130/PDM 4 IADS EPROM location for AT Bus design (not used in Micro Chan- 


nel): low for EPROM memory address at C8800h to COFFFh, 
high for address at D8800h to D9FFFh 


PAM 131/PDM 3 IAD6 Test Mode: Low if test mode, high if normal mode 

PAM 132/PDM 2 IAD7 DAC Type: Low if 6-bit DAC, high if 6-/8- bit DAC 

PAM 129/PDM 5 IAD4 VRAM chip speed: high if -10 spec, low if -8 spec (Jumper/ 
switch if appropriate for field upgrade) 

PAM 128/PDM 6 IAD3 Maximum resolution allowed by VRAM design: low if 
1280x1024, high if 1024x768 (Jumper/switch if appropriate 

for field upgrade) 

PAM 125/PDM 9 IADO VRAM chip type: high if 256Kx4, low if 64Kx4 

PAM 126/PDM 8 IAD1 Low-order bit of two-bit VRAM chip count field (see below; 
jumper/switch if appropriate for field upgrade) 

PAM 127/PDM 7 IAD2 High-order bit of two-bit VRAM chip count field (see below; 


jumper/switch if appropriate for field upgrade) 


CHIP-COUNT STRAPPING 64Kx4 


256Kx4 


IAD2 IAD1 
0 0 4 chips 16 chips 
0 1 8 chips 32 chips 
1 0 16 chips reserved 
1 1 reserved reserved 
PAM 122/PDM 12 -AS Monitor Type Select 
PAM 123/PDM 11 RD/-WR Monitor Type Select -AS RD/-WR_ Type 


0 8514A display 
1 60-Hz monitor 
0 reserved 

1 70-Hz monitor 
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internal 


Pull-up raedtesaerd Monitor 
| Connector 


{ \ MID0 
Lf 


(MID1, MID2 similar) 


Figure 2-12. Monitor ID Strapping 


Table 2-11. Monitor ID interpretation 


MID2 MID1 MIDO Monitor Type 

0 0 0 Not defined 

0 0 1 Not defined 

0 1 0 IBM 8514 (color, 1024x768, interlaced) 

0 1 1 Not defined 

1 0 0 Not defined 

1 0 1 IBM 8503 (monochrome, 640x480, non- 
interlaced) 

1 1 0 IBM 8513 (color, 640x480, non-interlaced) & 
8512 

if 1 1 Other display® 


* MID2-0 have interna! pull-up resistors. During reset, MID2-0 can be also used to test PDM internal counters. For 
in-circuit board test MID2-0 should be high when RESET is asserted. 
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Figure 2-13. VRAM Configuration Strapping Examples (see Table 2-10) 
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Table 2-12. Pixel Clock Frequency Derivation 


CLKSEL2 CLKSEL1 CLKSELO Resolution* 


0 640x480N 
640x480N 


0 
0 1024x7681 
0 


1280x1024N 
1280x1024N 


0 1024x768N 
1 1 1024x768N 


*N=Nopn-interlaced 
l=Interlaced 


Vertical 
Frequency 


60.00 Hz (U.S.) 
70.00 Hz (Eur.) 


43.48 Hz (IBM) 


60.00 Hz (U.S.) 
70.00 Hz (Eur.) 


60.00 Hz (U.S.) 
70.00 Hz (Eur.) 


Horizontal 
Frequency 


31.47 kHz 
37.28 kHz 


35.52 kHz 


63.78 kHz 
74.83 kHz 


49.06 kHz 
$6.18 kHz 


Pixel 
Frequency 


25.18 MHz 
31.32 MHz 


44.90 MHz 


109.64 MHz** 
136.71 MHz** 


63.98 MHz 
74.16 MHz 


**In these cases, the oscillator output frequency must be halved (to $4.82 MHz or 68.36 MHz) before being con- 
nected to the PCLK input pin of the PDM. Since this resolution requires external back-end support, however, the 


original frequency, as shown, must remain intact to drive th 


e Bi451/458 DAC clock, as per Figure 2-9. 


Table 2-13. Clock Pin Summary 


Name Pin # VO 
SCLK PDM 39/PAM 113 I 
CLKSEL2 PDM 43 Oo 


CLKSELi PDM 44 12) 
CLKSELO PDM 45 oO 
PCLK PDM 68 
VCLK PDM 25 


LDCLK (SD6) PDM 76 


The typical PWGA~1-based board will therefore 
be configured with oscillators at 25.28, 44.90, and 
64.37 MHz for use with U.S. standard monitors, 
or with oscillators at 31.40, 44.90, and 74.16 
MHz for use with European standard monitors. A 
more ambitious design might include all seven 
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Description 
System clock input; requires 60 MHz 


Selects from among seven frequencies for PCLK, 
as per Table 2-12 


See Table 2-12 
See Table 2-12 
Pixel clock input 


DAC clock source (see “Video DAC and 
Interface Subsystem”) 


LD signal source for Bt451/458 DAC, for 
external back-end support (see earlier in this 
chapter) 


clock frequencies, with the MID2-MID0 inputs 
(as per “Configuration Strapping” earlier in this 
chapter) aiding in the selection. 

The PWGA-1i pins involved in clock signal 
generation and use are summarized in Table 2-13. 
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IBM® 8514/A COMPATIBLE REGISTERS 


Although a PWGA-1-based board is significantly 
more capable than the IBM 8514/A, especially 
when configured with sufficient VRAM, the base 
mode of the. board’s operations is that of exact 
8514/A emulation, including exact compatibility 
with the 8514/A’s user-accessible registers. 

The PWGA-1 internal registers that are compat- 
ible with the IBM 8514/A are defined in this sec- 
tion. Summary of 8514/A compatible registers 
and Western Digital enhanced registers are shown 
in Table 3-6 and Table 3-7 respectively. 

All PWGA-1 registers, except DAC interface 
registers, are 16-bit word-addressed. The unused 
bits are either not shown or marked with the letter 
U in the description of the register definitions be- 
low. The reserved bits are marked with the let- 
ter R. 


DAC Interface 


The 8-bit registers in Table 3-1 are used to pro- 
gram the external video DAC. It is possible to 


write and read the DAC. Once the read/write in- 
dex is written, multiple read/write operations can 
be performed without having to set the index for 
each entry. 

Procedure to write to the DAC: 


1. Set start write color index at 0O2ECH. 

. Write three bytes (R, G, B values) at O2EDH 
(The index auto increments to the next write 
entry). 


. Repeat step 2 until the desired number of en- 
tries have been programmed. 


Procedure to read from the DAC: 


1. Set start read color index at 0O2EBH. 

2. Read three bytes (R, G, B values) at 0O2EDH 
(The index auto increments to the next read 
entry). 

3. Repeat step 2 until the desired number of en- 
tries have been read. 


Table 3-1. DAC Color Programming Registers 


Color Programming B514/A VGA 


Look Up Table Mask (R/W) O2EA 
O2EB (Write Only) 
DAC State O2EB (Read Only) 


Read Color index 


03C6 
03C7 (Write Only) 
03C7 (Read Only) 


Color index (R/W) O2EC 03C8 
RGB Color Value (R/W) 02ED 03C9 
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Graphics Mode Control Register 


Graphics mode is selected by writing to the 
Graphics Mode Control (GMC) Register at ad- 
dress 4AE8h (see Figure 3-1). This register is 
used by all modules within the PWGA-1. Set Bit 


14.) 13712. aT 10 


0 to 1 to select 8514/A graphics mode or 0 to 
select VGA pass through mode. Bits 1 and 3 are 
reserved for mode extension; set Bit 1 to 1. Bit 2 
selects the screen resolution; set Bit 2 to 1 to se- 
lect 1024x768 (44.9 MHz) or 0 to select 640x480 
(25.175 MHz). 


0=VGA 


Figure 3-1. 
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Graphics Mode Control Register (4AE8h Write Only) 


Reserved 1=8514/A 
(Don’t Care) Resolution 
0=640x480 

1=1024x768 
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Video Timing Setup Registers 


There are nine registers for setting up video tim- 
ing: four for horizontal, four for vertical, and one 
for control. Two sets of these registers (Table 
3-2) are provided by PWGA-1 to allow video tim- 
ing parameters to be preprogrammed and locked 
in for 640x480 and 1024x768 resolutions by 
Western Digital’s BIOS. This extended feature is 
designed for interfacing with different monitors 
requiring different timing parameters. Once the 
timing parameters are locked in (see Figure 3-38), 
application software that writes directly to the 
video registers will not need to be changed for dif- 


ferent monitors, e.g., interlaced vs. non-inter- 
laced. These registers affect the DSP module of 
the PWGA-1. The horizontal and vertical regis- 
ters are set by the selected resolution. For exam- 
ple, if 1024x768 is the graphics mode selected by 
the GMC Register, then the horizontal and verti- 
cal registers are set accordingly. Table 3-2 shows 
what register value to set depending on the resolu- 
tion selection. 

Figures 3-2 through 3-9 show the format for the 
horizontal and vertical registers. Vertical timing is 
programmed in line resolution. Horizontal timing 
is programmed in 8-pixel resolution. 


Set Number of Pixels per Line 


Figure 3-2. Horizontal Total Register 
(02E8h Write Onty) 


Set Number of Pixels Displayed 


Figure 3-3. Horizontal Active Register 
(O6E8h Write Only) 
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| Set Horizontal Syne Position 


Figure 3-4. Horizontal Syne Position Register 
(OAE8h Write Only) 


Polarity 
iznegative 
Ozpositive 


Set Horizontal Sync Width 


Figure 3-5. Horizontal Syne Width and Polar- 
ity Register (OEE8h Write Only) 


1110 9 8 7 6 5 4 3 2 1 90 


SRT, ERT 


Set Number of Lines per Frame 


Figure 3-6. Vertical Total Register (12E8h 
Write Only) 
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1110 9 8 7 6 § 4 3 2 1 +9 


etl 


Set Number of Lines Displayed 


Figure 3-7. Vertical Active Register (16E8h 
Write Only) 


1110 9 86 7 6 5 4 3 2 1 «9 


Set Vertical Sync Position 


Figure 3-8. Vertical Syne Position Register 
(1AE8h Write Only) 


Set Vertical Syne Width 
l=znegative 
Oxpositive 


Figure 3-9. Vertical Sync Width and Polarity 
Register (1EE8h Write Only) 
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Table 3-2. CRT Control Register Parameters And Timing 


frame rate 43Hz 60Hz 
1. NI. 
pelk 44.90MHz 63.98MHz 


22.27ns 15.63ns 


Hitotal 
Hdisplay 
Hsync pos. 
Hsync & polarity 


12E8 Viotal 660 660 642 830 (4) 848 (4) 
418 (8) 426 (4) 


Vdisplay 779 (4) 


3bb (8) 


779 (4) 
3bb (8) 


Vsyne pos. 


7a8 (4) 
3d2 (8) 


78 (4) 
3de (8) 


Vsyne & polarity 22 22 


22E8 CONTROL 33 23 23 21 (4) 21 (4) 
23 (8) 23 (8) 


Htotal 28.25 


Hdisp. (us) 22.89 16.00 13.81 25.42 20.44 


Hblank 5.37 


Hsync. 3.93 


Hfporch 0.178 


Hbporch (us) 1.25 1.250 1.294 1.906 2.30 


23.08 


Vtotal 


Vdisp. 21.70 


Vblank (ms) 0.706 (even) 0.999 0.623 1.430 1.368 
0.678 (odd) 


Vsync. 0.113 


Vfporch (ms) 0.0141 (even) 
0 (odd) 


Vbporch (ms) 0.579 (even) 0.897 0.534 1.00 0.898 


HS polarity 


VS polarity 
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Display Control Register 


The Display Control (DSC) Register sets various 
control features for the display functions (see 
Figure 3-10). 


Skip Y1 


Skip Y2 


15 


Set Bit 1 to 0 to skip Bit 1 of the y 
scan counter in the screen refresh. 
This allows two pages to be displayed 
in 640x480x4 screen resolution. 


Set Bit 2 to 0 to skip Bit 2 of the y 
scan counter in the screen refresh. 


¥3.. 12 19. 10: 8 8 7 


O01=enable 
10=reset 


interlace 
l=yes 
O=no 


Scan 
Interlace 


Enable — 
Display 


This allows two pages to be displayed 
in 1024x768x4 screen resolution. 


Bit 3 set to 1 specifies double scan 
(2); 0 specifies single scan (1). 


Bit 4 set to 1 specifies interlace mode; 
0 specifies non-interlace mode. 


Bits 5 and 6 work together to enable/ 
reset the display. The display is en- 
abled when Bits 5 and 6 are set to 01 
and reset when set to 10. These two 
bits are not affected by the locked-in 


_ extended feature. 


1=no 
O=yes 
Skip Y2 
1=no 
O=yes 


Scan 
1=double 
O=single 


Figure 3-10. Display Control Register (22E8h Write Only) 


DWG 
SIZE 


WESTERN DIGITAL 


C O R P O RF _A 


DRAWING NUMBER 


A 


OF 


FURTHER DISCLOSED 
GITAL CORPORATION 


Interrupt Control Register 


The Interrupt Control (IC) Register at address 
42E8h is used for interrupt and reset control of 
the PWGA-1 FIFO and other CPU interface 
functions (see Figure 3-11). This register is write 
only and affects Bits 3-0 of the Interrupt Status 
(IS) Register (see “Interrupt Status Register” in 
this chapter). The IS Register is a read only regis- 
ter also at address 42E8h. 

Vsyne Bit 0 puts a O in the vertical sync 
status bit of the IS Register that can 
be read at address 42E8h. 


Graphic Bit 1 puts a 0 in the GE busy status bit 
Engine of the IS Register that can be read at 
(GE) Busy address 42E8h. 


FIFO Bit 2 puts a 0 in the FIFO overfiow 


Overflow _ status bit of the IS Register that can 
& Invalid be read at address 42E8h. This bit is 


15.84. 13¢- 12. 11-10 


Read 


FIFO 
Empty 


Vsync 


GE Busy 


FIFO 
Overflow 


FIFO 
Empty 
Hardware 
Test 


GE 
Reset 


1=Enabie 
0=Disable 


GE Busy 
1=Enable 


EIEO Empty 
1=Enable 
0=Disable 


0=Disablie 


FIFO Overtiow 
1=Enable 


0=Disable 


bit 13 bit 12 


0 No Change 
1 Normal 
- 0 Test 


Graphic Engine Reset 


1 Normal 
Reset 
No Change 


Software Interface 


cleared at the end of every line during 
a read across the plane. 


Bit 3 puts a 0 in the FIFO empty sta- 
tus bit of the IS Register that can be 
read at address 42E8h. 


Bit 8 enables/disables the vertical 
sync interrupt. 


Bit 9 enables/disables the GE busy in- 
terrupt. 


Bit 10 enables/disables the FIFO 
overflow interrupt. 


Bit 11 enables/disables the FIFO em- 
pty interrupt. 


Bit 12=1, Bit 13=0 is used for Normal 
mode. 


Bits 15 and 14 are used to switch be- 
tween norma! mode and reset 


1=Clear 
O=No change 


GE Busy 
1=Clear 

O=No change 
FIFO Overflow 
1=Clear 

O=No change 


EIFO_ Empty 
1=Clear 


O=No change 


Figure 3-11. Interrupt Control Register (42E8h Write Only) 
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EPROM Selection Register format for bank selection. Bit 3 enables/disables 


. ; bank selection. This register is remapped to 
The EPROM Select (ES) Register is used by the = 36 gh for AT Bus because VGA uses the 46E8h 
CIU to enable EPROM bank selection and select register 
a bank of EPROM. Figure 3-12 shows the register ; 


EPROM 
1=Enable 


wae wr ws ws OOO 
=a=O0-—- OO 
-O-0-070 


Figure 3-12. EPROM Select Register (46E8h Write Only—Micro Channel) 
(36E8h Write Only—AT Bus) 


BIOS EPROM Memory Location C7000h to C7FFFh. BIOS EPROM memory lo- 
cation for AT bus consists of two options: 
C8800-C9FFF or D8800-D9FFF (see Table 
3-3), selectable by the strapping pin IADS. 


BIOS EPROM memory location for Micro Chan- 
nel consists of 2K fixed at C6800h to C6FFFh, 
2K fixed at CA000h to CA7FFh, and 4K banks at 


Table 3-3. Options for BIOS EPROM Memory Locations for AT Bus 


AT Bus 


ae Location Micro channel Strapping IADS=0 Strapping IADS=1 
| 2K Fed Fixed C6800h-C6FFFh C8800h-C8FFFh D8800h-D8FFFh 
4K Bank Selected C7000h-C7FFFh C9000h-C9FFFh D9000h-D9FFFh 


2K Fixed CA000h-CA7FFh 
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Drawing Control 


There are sixteen registers involved in drawing 
control. These registers affect the operation of 
the GP, DP, MIC, and CIU. 


Current Y Position (CYP) Register 


The CYP Register at address 82E8h uses Bits 
10-0 to define the current position of y for the 
pixel being drawn (see Figure 3-13). The value is 
11 bits unsigned. Note that Bit 11 is reserved for 


is. 14. 13 12,11 10 D9 


Reserved 
(Don't Care) 
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higher resolution. PWGA-1's enhanced resolution 
(1280x1024) mode does not use this bit. 


Current X Position (CXP) Register 


The CXP Register at address 86E8h uses Bits 
10-0 to define the current position of x for the 
pixel being drawn (see Figure 3-14). The value is 
11 bits unsigned. Note that Bit 11 is reserved for 
higher resolution. PWGA-1's enhanced resolution 
(1280x1024) mode does not use this bit. The 
status of this register can be read. 


Current Y of Drawing Point Value 


Figure 3-13. Current Y Position Register (82E8h Read/Write) 


1514) 13 1210 


Reserved 
(Don’t Care) 


Current X of Drawing Point Value 


Figure 3-14. Current X Position Register (86E8h Read/Write) 


ARY TO WDC AND SHALL N 


SHT OF 


BE REPRODUCED OR FURTHER DISCLOSED 
FROM WESTERN DIGITAL CORPORATION 


Chapter 3 


Copy Y Destination/incr 1 (CYDI) ment 1 value when drawing a line (see Figure 
Register 3-15). The command performed is specified by 
the Drawing Command (DC) Register. The value 


The CYDI Register at address 8AE8h uses either is 12 bits unsigned when line drawing is specified. 
Bits 10-0 to define the y destination when “TS: PIREREL ICE Abe) Une Are wine 4; 
BITBLT copying, or Bits 11-0 to define Incre- 


Increment 1 = 2* (min(|dx|,|dy}|)) 


15 14 13 12S 10. 9 8 7 6 P) 4 3 2 1 0 
efefefel | | | | ssermemen | || | 


Line Parameter : Increment 1 


14 


13°. 142). 11 


Copy Y Destination 


(Don't Care) 


Figure 3-15. Copy Y Destination/iIncr 1 Register (8AE8h Write Only) 
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f . Copy X Destination/incr 2 (CXDI) value when drawing a line (see Figure 3-16). The 
hee | Register 


command performed is specified by the Drawing 
Command (DC) Register. The value is 13 bits 
signed when line drawing is specified. The min- 


DI Regi i 
The CX egister at address 8EE8h uses either tere for the line. drawing is’ 


Bits 10-0 to define the x destination when 
BITBLT copying, or Bits 12-0 to define Incr2 Increment 2 =2° (min(|dx|,|dy|)—max(|dx|,|dy|)) 


$14 13 12 ~=6 11 10 


14, i3—~— 12S it~ 10 


Copy X Destination 
(Don't Care) 


Figure 3-16. Copy X Destination/Iner 2 Register (8EE8h Write Only) 
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Delta Line (DL) Register if starting x < ending x, and ( ; 
The DL Register at address 92E8h uses Bits 12-0 2 * {min(|dx],|dy])] - max(|dx],{dy|) 
to define the delta for the current line drawing 
(see Figure 3-17). The value is 13 bits signed 2’s . ; > ‘ 
complement. The minterm for the line drawing J STONE, 5s eet 
7 The status of this register, when read after 
2 * [min(|dx|,|dy])] - max(|dx|,|dy|) - 1 line drawing, is sign extended to 16 bits. 
15 14 13 #12 #211 + #210 9 8 7 6 5 4 3 2 1 0 
Sign Extension Delta Line Value 
Figure 3-17. Delta Line Register (92E8h Read/Write) 
—_ 
Be 
ed 
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fied by the Drawing Command (DC) Register. 
The value is 11 bits unsigned. When line drawing 
The RWM Register at address 96E8h uses Bits is specified, the minterm for the line drawing is: 
10-0 to either define the width for a rectangle in Line Parameter = max(|dx|,|dy]) 

BITBLT or rectangle mode or draw a line (see 
Figure 3-18). The command performed is speci- 


Rectangle Width/Max (RWM) Register 


Rectangle Width Value = Rectangle Width - 1 


14.13 


12 10 


15 11 


Rectangle Width Vaiue or Line Parameter: Max Deita 


Figure 3-18. Rectangle Width/Max Register (96E8h Write Only) 
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Drawing Command (DC) Register Drawing 
; Direction 

The DC Register at address 9AE8h provides com- 

mands for drawing (see Figure 3-19). All parame- 

ters have to be set before this command is sent to 

activate the drawing. 


R/W Bit 0 specifies a read operation when 
set to 0 and a write operation when 


nel to ti Bus Select 


Pixel Bit 1 specifies single-pixel mode when 
Mode set to 0 and multi-pixe! mode when 
set to 1. 


F. 
Last Pixel Bit 2 specifies the last pixel is drawn als 


Off when set to 0 and turned off when set 
to 1. 


Dir Type Bit 3 specifies the type of line drawing Swap 
direction as either radial (Deg) or co- MSB/LSB 
ordinate-based (XY). The pro- 
grammed direction is specified by Bits 
7-5 of the DC Register. Direction 
type is radial when set to 1 and coor- 
dinate-based when set to 0. 


Bit 4 specifies draw when set to 1 and 
update the drawing point only when Command 
set to 0. Type 


Bits 7-5 specify the direction to draw 
using the direction type indicated by 
Bit 3 (see Figure 3-19). 


Bit 8 provides a wait state when set to 
1 to allow waiting for CPU data during 
functions such as image transfer and 
texture line drawing. 


Bit 9 specifies that the 16-bit data bus 
is selected when set to 1 and the 8-bit 
data bus is selected when set to 0. 


Bit 10 allows the PAM to interface 
with two PDM chips. This capability 
is not currently supported. 


Bit 12, when set to 1, specifies that 
the most significant byte (MSB) be 
swapped with the least significant byte 
(LSB) when the 16-bit data bus is se- 
lected (i.e., Bit 9=1). Bit 12 is nor- 
mally set to 0, the MSB is drawn first, 
then the LSB. 


Bits 15~13 specify the commands for 
drawing (see Figure 3-19). 
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15 14 13 12 11 


1=16 
0=8 


1=Off 
=On 


Future 
(Don't Care) 


1=Multi 

O=Single B/W 
1=Yes 1=W 
O=No O=R 


Drawing Direction 
Bit 3=1 Bit 3=0 


O degrees Y neg, X major, X neg 
45 degrees Y neg, X major, X pos 
90 degrees Y neg, Y major, X neg 
135 degrees Y neg, Y major, X pos 
180 degrees Y pos, X major, X neg 
225 degrees Y pos, X major, X pos 
270 degrees Y pos, Y major, X neg 
315 degrees Y pos, Y major, X pos 


7 


owt et HH OOO 8 
=-==43 0022-4 00/0 


)18 14 13] Drawing Function Command 


0 O 0 | No Operation 

0 O 1 { Draw Line 

Oo #1 0 | Fill Rectangle (Hor. 1st by 4 Hor. pixels); Search & Fill* 
0 1 1 id . (Vert. 1st by 2 Vert. pixels) * 

1 O O 7 Ys (Vert. 1st by 4 Hor. pixels) 

1 0 1 Draw Line (Polygon Boundary) 

1 1 O | BITBLT 

1 1 1 Not defined 


* see BEES-A 


Figure 3-19. Drawing Command Register (9AE8h Write Only) 
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Short Stroke Vector Control (SSVC) Move/Draw Bit 4 indicates a draw function when 

Register set to 1 and a move function when set 
to 0. 

The SSVC Register at address 9EE8h provides 

two bytes of data. Each byte specifies the length, Drawing Bits 7-5 and 15-13 specify the direc- 


direction, and move/draw control for a short vec- Direction tion to draw using the direction type, 
tor. either radial-based or coordinate- 
Pixel Line Bits 3-0 and 11-8 define the pixel based, as specified by Bit 3 of the DC 


Length line length. Register. 


Drawing Direction Pixel Line Length Value Drawing Pixel Line Length Vaiue 
Direction 
O=move __ Oxmove 
1=draw 1=draw 


Drawing Direction 


Bit 3 of (GAE8) = 1 Bit 3 of (9AE8) = 0 | 


0 degrees x major, x neg. (left) 
45 degress x major, x pos. (right) 
90 degrees y major, y neg. (up) 
135 degrees y major, y neg. (up) 
180 degrees x major, x neg. (eft) 
225 degrees x major, x pos. (right) 
270 degrees y major, y pos. (down) 
315 degrees y major, y pos. (down) 


0 
0 
0 
0 
1 
1 
1 
1 


==300-+-00 


-~o+-o0o--0+0 


Figure 3-20. Short Stroke Vector Control Register (9EE8h Write (Only) 
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Background Color (BC) Register 
The BC Register at address A2E8h specifies the 


background color (see Figure 3-21). The MSB in 
this word is not used. 


Background Color Value 


Figure 3-21. Background Color Register 
(A2E8h Write Only) 
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Foreground Color (FC) Register 


The FC Register at address A6E8h specifies the 
foreground color (see Figure 3-22). The MSB in 
this word is not used. 


Foreground Color Value 


Figure 3-22. Foreground Color Register 
(A6E8h Write Onty) 
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Bit-plane Write Mask (BWM) Register Bit-plane Read Mask (BRM) Register 


The BWM Register at address AAE8h specifies The BRM Register at address AEE8h specifies the 
the bit-plane selected for graphics or text update read source mask for graphics or text update (see 
(see Figure 3-23). The MSB in this word is not Figure 3-24). The value is the true mask rotated 
used. left one bit; that is, Bit 0 is the mask for plane 7 
and Bits 1-7 are the mask bits for planes 0-6, 
respectively. However, for polygon fill, Bits 2, 3, 
and 4 are for planes 2, 3, and 4, respectively. 
The MSB in this word is not used. 


7 6 5 4 3 2 1 0 
Plane 
7 
Bit-plane Write Mask 


Figure 3-23. Bit-plane Write Mask Register (AAE8h Write Only) 


4 


efstefe]] “ee 


BITBLT 7 6 5 


¢. 2. “$56 
4 
Pole Pebebe rete bs] oem 
7 
4 3 2 1 0 


7 6 S 


Plane 
7 


* = plane no. corresponds to bit no. 
for search & fill. 


For each plane: 1=yes 


O=no 


Figure 3-24. Bit-plane Read Mask Register (AEE8h Write Only) 
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Comparison Color (CC) Register 
The CC Register at address B2E8h specifies the 


comparison color (see Figure 3-25). The MSB in 
this word is not used. 


Comparison Color Value 


Figure 3-25. Comparison Color Register 
(B2E8h Write Onty) 
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Background Mix (BM) Register 


The BM Register at address B6E8h specifies the 
background mix (see Figure 3-26). The MSB in 
this word is not used. 


Background Mix Vaiue 
see definition for Foreground Mix 


Figure 3-26. Background Mix Register 
(BGE8h Write Only) 
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Foreground Mix (FM) Register ify the foreground mix command. Bits 6 and 5 
specify color selection. The MSB in this word is 


The FM Register at address BAE8h specifies the not used. 


foreground mix (see Figure 3-27). Bits 4-0 spec- 


15.014 13 12 1d 30 9 


Color Select Foreground Mix Command 


Color Source 
Select 


BGC 
FGC 


CPU data 
Display memory 


Foreground Foreground 


not screen minimum 

zero (screen-new) without saturate 

one (new-screen) without saturate 

leave alone (new+screen) without saturate 

not new maximum 

xor (screen—new)/2 without saturate ~ 
not screen xor new (new-screen)/2 without saturate” 

overpaint average = (new+screen)/2 w/o saturate 


not screen or not new 
screen or not new 

not screen or new 
screen or new 

screen and new 

not screen and new 
screen and not new 
not screen and not new 


(Screen—new) with saturate 
(Screen—new) with saturate 
(new-screen) with saturate 
(new+screen) with saturate 
(screen-new)/2 with saturate 
(screen-new)/2 with saturate 
(new-screen)/2 with saturate" * 
(screen+new)/2 with saturate 


* Borrow included in shifting ) 
**Set to 0 in borrow = 1 


Figure 3-27. . Foreground Mix Register (BAE8h Write Only) 
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Multifunction Control (MC) Register 


The MC Register at address BEE8h specifies sev- 
eral drawing control parameters (see Figure 
3-28a). Bits 15-12 control the use of this register; 
when these bits are changed, the register changes 
function. 


Rectangle Height Register 


When Bits 15-12 are set to 0, the value in Bits 
10-0 specifies rectangle height. 


Value = rectangle height - 1 


Clip Window Top Limit Register 


When Bits 15-12 are set to 1, the value in Bits 


15.1413 121 10 D9 


Drawing Select 
\ Bit 11 is reserved. 


(Don't care for BEE8-0.) 


Software interface 


10-0 specifies the clipping window top limit. 
Clip Window Left Limit Register 


When Bits 15-12 are set to 2, the value in Bits 
10-0 specifies the clipping window left limit. 


Clip Window Bottom Limit Register 


When Bits 15-12 are set to 3, the value in Bits 
10-0 specifies the clipping window bottom limit. 


Clip Window Right Limit Register 


When Bits 15-12 are set to 4, the value in Bits 
10-0 specifies the clipping window right limit. 


Rectangie/Clipping Parameter Value 


Rectangle height - 1 
Clipping window top limit 
Clipping window left limit. 
Clipping window bottom limit 
Clipping window right limit 


Figure 3-28a. Multifunction Control Register (BEE8-0,1,2,3,4 Write Only) 
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set to 0. Bit 1 is reserved and should be set to 1. 
Bits 2 and 3 (RES) specify resolution and Bit 4 
specifies planes for drawing (see Figure 3-28b). 


Memory Configuration Register 


When Bits 15-12 are set to 5, memory configura- 
tion is selected. Bit 0 is reserved and should be 


14,13 S12 11 10 


Y-coordinate X-coordinate 
Control! Control 


640x480x4: 
0 = lower 4 planes 
1 = upper 4 planes 


0,1 
0,0% —Reserved for 
1,1 higher resolution 


1,0 —640x480 and 
1024x768 (binary) 


640x480x4 (Bit 1 of 22E8h must equal 0) 
1024x768 or 640x480x8 

Not defined 
Not defined 


Skip Y 
linear 
Not used 
Not used 


Figure 3-28b. Memory Configuration Register (BEE8-5 Write Only) 
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Pixel Position Mix Control/L Register Pixel Position Mix Control/H Register 


When Bits 15-12 are set to 8, Pixel Position Mix When Bits 15-12 are set to 9, Pixel Position Mix 
Control/L is selected (see Figure 3-28c). Bits 4-1 Control/H is selected (see Figure 3-28c). Bits 4-1 
specify the pixel position mix control for pixels specify the pixel position mix control for pixels 
0-3. 4-7. 


1814, 13 12,11 10 


Pasition Mix Control 

9=low BEE8-8 - 

{shigh — BEEB-9 pixel 0 
pixel 1 
pixel 2 
pixel 3 


=no 
1=yes 


Figure 3-28c. Pixel Position Mix Control Register (BEE8-8, BEE8-9 Write Only) 
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Data Extension/Compare (DEC) Control operation is selected, PWGA-~1 goes 
Register into a special search and fill mode. 
The screen data is read and if the 
packed data extracted is 0, write op- 
eration is suspended. When a packed 
data “1” is encountered, write opera- 
tion is enabled until the next “1”. 
This mode is used to detect the 


When Bits 15-12 are set to A, Data Extension/ 
Compare is selected (see Figure 3-28d) and the 
following applies to Bits 7-2: 


Packed Bit 2 = 0 is normal. Bit 2 = 1 enables 
Data/ use of packed data. When in an op- 


Search eration involving read, packed data is boundary of a polygon for fill opera- 
Enable computed from the source. Packed aon 
Data is defined as “the screen data Data Bits 5-3 specify data comparison 


ORed with the complement of the 
bitplane read mask.” If the result is 
all 1, then 1 is extracted, otherwise 0 Data Bits 6 and 7 specify data extension, 
is extracted per pixel. When write Extension mix type, and extension sources. 


Compare parameters. 
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15 14 #13 #=+12 #41 #10 9 g8 7 #6 § 4 3 #+%2 #1 = =9 
Data Data 


extension compare Packed Data/Search 
Enable 


2 | Packed Data 


Enabled | Read Read packed 
data 
Write Search and 
fill mode 


Pol Ne | Reaarwrie | 


Data Extension Mix Operation 
¢ Bit pattern from the ¢ Color sources selected 
following sources by Bit 5, 6, of BAE8h 
Bit pattern = always 1| Bit 6-0, Bit 5=1 (BAEGh) 


Color Source ; 
Pixel position Data=1 —> & Limited use: certain 
Mix Control BEE8-8,9 Foreground textures horizontal line 

Mix 
CPU pixel data SEM) CPU 10-bit pattern 
Background Color| image transfer to 
(BGC) display memory 
Data=0 —» & 


Display memory used Background Mix BITBLT across the 

to display packed (BMX) plane or from 1 bit- 

data" bit pattern plane to FGC and BGC 
through ail planes 


Packed data* same |Bit 6=1, Bit 5=0 (BAEB8h) Special marker** 
as above Data=1 —»CPU data & FMX} mode 


Data=0 —»BGC & BMX 
Comparison Type 


*packed data—the screen data is ORed with the com- False (always draw) 
plement of the bitpiane read mask. If the result is all 

1, then 1 is extracted, otherwise 0 is extracted per True (never craw) : 
pixel. Plane data >= comparison 


**marker—special BITBLT mode used for multi-color Plane data < comparison 
marker. A 10 pattern is stored in display memory. : 
During BITBLT, if display memory data=1, CPU data Is Plane data <> comparison 
used. {f data=0, background color is used. Plane data = comparison 
Piane data <= comparison 


Plane data > comparison 


Figure 3-28d. Multifunction Control! Register (BEE8-A Write Only) 
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Image Read/Write (IRW) Register 


The IRW Register at address E2E8h specifies the 
read/write port for image transfer. For across the 
plane image transfer, read/write data is deter- 
mined by nibble boundary on the screen. The 
starting point will fall on the first nibble group. 
For word mode, two nibbles of data can be trans- 
ferred for each read/write (see Figure 3-29). For 
through the plane image transfer, two pixels can 
be transferred for each read/write operation in 
word mode (see Figure 3-30). 


screen pixel from left to right: 


1§_ 1413 12 11 


0.9 8 7 
Be 
1 2 3 


For Pixe] Read operation across the plane: 


n — 
bit value = TT (P; + RM; ) 
iz 


n = maximus bit-plane value 
Pi. pixel value of the bit-plane 


RM; = read mask for the i-th bit-plane 


For Pixel write operation across the plane: 


bit value#0 will write background color 
bit value#1 will write foreground color 


01234567 


5 4 3 2 1 0 
5 


6 


meni ge ae i a ete ee ell 


Pixel Read/Write value 


Figure 3-29. Image Read/Write Register (E2E8h Read/Write) Across the Plane (swap = 0) 


14.13. 12-11 ~—«:10 


Pixel 1 if 16-bit Mode Selected 


Figure 3-30. 


20) b] bs fons 


Image Read/Write Register (E2ZE8h Read/Write) through the Plane (swap = 0) 
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Status 


There are three status registers that can be read to 
acquire information; the Interrupt Status (IS) reg- 
ister at address 42E8h, and the FIFO Status (FS) 
Register at address 9AE8h, and the Video Status 
(VS) register at address O2E8h. 


Interrupt Status (IS) Register 


The IS Register provides interrupt status, moni- 
tor ID, and plane size (see Figure 3-31). 


Vsync Bit 0 indicates a vertical sync inter- 
rupt when set to 1. 


Reserved for Hardware Test 


Plane Size 
0=4 bit 
1=8 bit 


GE Busy 


FIFO 
Overflow 


FIFO 
Empty 


Monitor 


ID 


Plane Size 


Monitor ID 


8514/A color 16” 

VGA 8503 mono 12” 
VGA 8513 color 12” 
VGA 8512 color 14” 
No monitor or other 


monitor 


Software Interface 


Bit 1 indicates GE busy when set to 1. 


Bit 2 indicates FIFO overflow when 
set to 1. 


Bit 3 indicates a FIFO empty when 
set to 1. 


Bits 4-6 indicate the monitor type 
being driven by the PWGA-1 or 
8514/A. 


Bit 7 indicates a 4-bit plane when set 
to 0 or an 8-bit plane when set to 1. 


O=Not Detected 
1=Detected; 

Interrupt 

Generated if Enabled 
GE Busy 
Q=Not Detected 
1=Detected; 

interrupt 

Generated if Enabled 


FIFO Overtiow & Invalid 

read 

O=Not Detected 

1=Detected; interrupt 
Generated if Enabled 


EIFO Empty 
O=Not Detected_ 


1=Detected; Interrupt 
Generated if Enabled 


Figure 3-31. interrupt Status Register (42E8h Read Only) 
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FIFO Status (FS) Register the input FIFO is occupied by data). 


The FS Register provides FIFO status informa- Data Bit 8 indicates that PC read data is 
tion, PC read data status, and hardware busy Available available when set to 1 and not taken 


status (see Figure 3-32). when set to 0. 


FIFO Bits 7-0 of the FS Register indicate Hrdwr Bit 9 indicates that the hardware is 
Occupied data status of the FIFO (i.e., a 1 in Busy busy when set to 1 and not busy when 
Bit 2 indicates that the third entry of set to 0. 


7 6 5S 4 


13 12 


Hrdwr Busy 
O=not busy 
1=busy 


Data Available 
1=yes 
O=no 


14 


is 


Figure 3-32. FIFO Status Register (SAE8h Read Only) 


Video Status (VS) Register Bit 1 : vertical sync 


VGA mode : 1.28 ms-positive polarity 
(See Figure 3-33). The VS Register provides video 640x480 mode : 16.8 ms—negative polarity 
Status information. 1024x768 mode : 11.6 ms-positive polarity 


14.13 12 9 


15 1110 


Analog RGB 
Signal Test 


Vertical Sync 


Line Count 


Figure 3-33. Video Status Register (02E8h Read Only) 
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( ‘ Table 3-4 illustrates how the addresses are de- e2e8 under the “2e8’ column at the a-th row. 
coded for 8514/A compatible registers. The left This also means an I/O read from address a2e8 is 
most column gives the hexadecimal value of ad- the same as if reading from address e2e8, the 
dress bits 15-12, and the top row shows the value IRW register. Address decoding for read is differ- 

of the rest of the twelve address bits. For exam- ent from that for write. 


ple, the read address a2e8 (hex) is decoded as 


Table 3-4. Address Decoding tables for 8514/A Compatible Registers 


Address Decoding Table for Read 


Bits 208 6e8 aes ee8h 
15-12/11-0 
0 2068 2e8 268 2e8 
1 208 2e8 2e8 2e8 
2 268 2e8 208 2e8 
3 268 268 2e8 2e8 
4 42068 42e8 42e8 4268 
5 42068 42e8 4268 42e8 
6 42e8 42e8 42e8 42e8 
7 42068 4268 4208 4268 
8 8208 8668 0" 0* 
9 92e8 0" 9ae8 0* 
a e268 e268 0* 0* 
b 0° 0* 0* 0" 
c 82e8 86e8 0* 0" 
d 9268 0* Sae8 0* 
- e e268 6268 0" 0" 
f 0° Q* 0* 0* 
ite * A value of zero will be read 
( Address Decoding Table for Write 
Bits 2e8 6e8 ae8& ee8h 
15-12/11-0 
0 2e8 668 ae8 ee8 
1 1268 1668 1ae8 1ee8 
2 2268 x Xx x 
3 x x »4 4 
4 42e8 46e8 4ae8 x 
5 42068 4668 4a68 X 
6 42e8 46e8 4a0e8 x 
7 4268 4668 4ae8 Xx 
8 82e8 86e8 8ae8 8ee8 
9 9268 96e8 9ae8 9ee8 
a 82068 a6e8 aaeg aee8 
b b2e8 b6e8 bae8’ bees 
c 8268 86e8 8ae8 8ee8 
d 9208 96e8 9ae8 9ee8 
e a2e8 a6e8 aaesg aees 
f b2e8 b6e8 bae8 bees 


When in wait CPU data mode and graphic engine is busy, register a2e8h, a6e8h, 
e2e8h, and e6e8h are the same as e2e8. 
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SOFTWARE INTERFACE EXTENSIONS 


Suitable CPU Adapter Interface software (AI), 
such as the Western Digital Adapter Interface 
(WDAI) can make use of the PWGA-~1i's ad- 
vanced capabilities by invoking “Wester Digital 
Enhanced Mode” on a short-term basis, as ex- 
plained later. 

There are two consequences to this software in- 
terface design. First, a PWGA-1-based board 
can be inserted into a system with no change in 
software, and it will function as a faster 8514/A. 
Second, it provides for performance enhancement 
for custom software. 

In order to minimize future register conflict, all 
functions for Western Digital Enhanced Mode are 
implemented using one register address, 96E8h. 

A dummy IO Read at address 28E9h must pre- 
cede any access to 96E8h for Western Digital En- 
hanced Mode. Under 8514/A emulation mode, 
96E8h is write only register for Rectangle Width. 


Extended Register Operation 


To identify the PWGA-1 chip set, see Figure 
3-34. To escape to Western Digital Enhanced 
Mode, the AI should execute a byte read of I/O 
address 28E9h. (The only purpose of the byte 
read is to perform the escape; the PWGA-~1 does 
not return any data.) This operation is a no-op 
for the IBM 8514/A, since it involves a write-only 
register, which furthermore does not respond to 
any access to an odd-numbered byte address. 

This operation will tag the next register access 

through a special bit in the FIFO. FIFO is fully 

functional in Western Digital Enhanced Mode. 
After escaping to Western Digital Enhanced 

Mode, the PWGA-~1 will automatically reset itself 

back to 8514/A emulation mode in one of these 

four circumstances: 

1. If, as its next board access immediately after 
the escape, the AI reads the Western Digital 
Status Register (I/O address 96E8h). 

2. If, as its next board access immediately after 
the escape, the AI writes to one of the six 
Western Digital Control Registers, or to the 
Rectangle Width Register (I/O address 
96E8h). 

3. If, as its next board access immediately after 
an escape, the AI writes to either I/O address 
82E8 (register name in 8514/A Emulation 


3-30 


Mode: Current Y Position Register) or I/O ad- 
dress 8AE8 (register name in 8514/A Emula- 
tion Mode: Copy Y Destination/Incr 1 
Register) . 

4. When, having performed an I/O read or write 
other than the ones listed above, the AI exe- 
cutes a command (by writing to the Drawing 
Command Register, I/O address 9AEB). 

The reasoning behind the first two cases is clear: 
the AI programmer is spared from having to re- 
member to take explicit action to release Western 
Digital Enhanced Mode after performing a single, 
discrete action that applies to a Western Digital 
enhancement. 


. To identify PM chip set 


Write Register 96E8-3 
(Texture Pattern Start/End) 


Write GAAAh —-> 96E8 Register 


Read Status Register 96E8h 
(READ DATA)* 3FO0h = 2A00h? 


Figure 3-34. Method of Identifying PWGA-1 
Chip Set 
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The purpose of the second two, however, de- 
serves explanation. Western Digital enhance- 
ments simplify and speed line drawing commands 
in two ways: First, line drawing parameters are 
simpler, in that the AI needs to specify only the 
pixel coordinates of the line’s end point, rather 
than the tediously calculated parameters used by 
the 8514/A. Therefore, the PWGA-1 needs to 
be in Western Digital Enhanced Mode to “know” 
that the write into register 8AE8 contains the Y 
ending point parameter, in preparation for line- 
drawing command (case 4). Second, in 640x480 
resolution, the PWGA-1 can, through Western 
Digital Enhanced Mode, make use of a much sim- 


Software interface 


pler Y-coordinate format than is required by the 
8514/A, and therefore must be “told,” by being 
in Western Digital Enhanced Mode, that this sim- 
pler format is being written to one of the Y-coor- 
dinate registers (82E8 or 8AE8, case 3 above). 
The drawing parameters are defined in this chap- 
ter in “Enhanced Solid Line Drawing.” See Fig- 
ures 3-35a and 3-35b. 

The same system I/O address (96E8) is used to 
access the Western Digital Status Register, and all 
six of the Western Digital Control Registers. In 
8514/A Emulation Mode, this address is that of 
the Rectangle Width Register. 


1024x768x4 or x8 
Mode 


Rectangie, BITBLT 


8514A Mode 


eXcurrent 86E8h 
*Ycurrent 82E2h 
Xdest. 8EE8h 
*Ydest. BAE8h 
«Command SAE8h 


¢Xstart 86E8h 
eYstart 82E8h 
eXend BEE8h 
°“Yend 8AE8h 
eCommand S9AE8h 


8514/A Mode 


Figure 3-35a. Western Digital Enhanced (WDE) Mode Usage in 1024x768 Resolution 
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Rd 640x480x4 Mode 640x480x8 Mode 
28ESh D - Dummy IO read 


for 2BE9h 
ene 8514A Mode 


WDE Mode - Western Digital Select Page:- | 
Enhanced mode Bit 4 of BEE8-5 


Rectangle, BITBLT 


8514/A Mode 


e Xcurrent 86E8h 


86E8h 
82E8h 
8EEBh 
*Yend 8AE8h 
eCommand SAE8h 


PWGA-1 performs auto- 
matic 

Y-coordinate transiation for 
front/back page in 
640x480x4 mode 

(No effect in other modes) 


eYdestination BAE8h 


B514A Mode 


eCommand 9AE8h 


8514A Mode 


Figure 3-35b. Western Digital Enhanced Mode Usage In 640x480 Resolution 
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A 16-bit read of this address, 96E8, yields the 
contents of the Western Digital Status Register 
(see Figure 3-36). Note that in 8514/A Emula- 
tion Mode, 96E8 is a write-only register. 


VRAM 
Type 


When Bit 0 is set to 0, it indicates 
64Kx4 bit VRAM chip type; when set 
to 1, it indicates 256Kx4 bit VRAM 
chip type. 


Pal Write 


Software Interface 


Bit 4 indicates whether a palette write 
is pending. When set to 0, a palette 
write is not pending; when set to 1, a 
palette write is pending. 


Bit 5 indicates whether the DAC used 
is 6 bit only or 6 bit and 8 bit switch- 
able. The 6-/8- bit DAC allows com- 
patibility at 6 bit/color to 8514A and 
a large 8-bit/color palette that re- 


quires special programming. 
Bits 2 and 1 indicate the number of 
VRAM chips of the type indicated in Current Bits 13-8 indicate the current tex- 
Bit 0. Texture ture pattern position described 
Pattern in “Textured Line Drawing” in 


Bit 3 indicates the maximum resolu- Position this chapter. 


tion permitted by the VRAM design. Monitor 
When set to 0, it indicates 1024x768; 
when set to 1, it indicates 1280x1024. 


Used by software to read jumper 
Selection selectable monitor types. 
Information 


15 14. 3 12 41: 210 


Chip Set Current Texture Pattern Monitor 


Revision No. Position Value (Bits 13-8) Selection 
Information 


AC T 
1=6/8 bit/color selectable 
0=6 bit/color only PAL. Write Pendin 
l=yes 
O=no 


# of VRAM Chips 


64Kx4 . 256Kx4 


8514/A Compatible 16 4 
60 Hz Non-interilaced 32 8 
Reserved Reserved 16 


70 Hz Non-interlaced Reserved 


Figure 3-36. Western Digital Status Register (96E8, Western Digital Enhanced Mode, 
Read Only) 
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In Western Digital Enhanced Mode, when a 
16-bit write is made to address 96E8, the 
PWGA-1 interprets the high 3 bits as a selection 
of one of six Western Digital Control Register des- 
tinations for the lower 13 bits of data (see Figure 
3-37). In this sense, address 96E8 can be thought 
of as a “gateway” for writes to the six Western 
Digital Control Registers, and the notations 
96E8-1, 96E8-2, ..., 96E8-7 are used to refer to 
those registers. Note also that this design provides 
“double insurance” against accidental 8514/A- 
mode access to these registers: first, they can be 
accessed only after escaping to Western Digital 
Enhanced Mode; second, the rectangle width pa- 
rameter should never be so large as to involve 
i-bits in the high three bit positions of the 16-bit 


14, 13 12 109 


Western Digital 
Control Register | - 
Select Reserved 
(Don’t Care) 


data (and in fact, “96E8-0” leads to the “real” 
rectangle width register). 

When Bits 15-13 are set to 3, Bits 11-6 specify 
the texture pattern ending position and Bits 5-0 
specify the texture pattern starting position within 
the 48 bits available in the four texture pattern 
registers (see “Textured Line Drawing” in this 
chapter). Bit 12 is unused. 

Figure 3-38 defines the Western Digital En- 
hanced Mode Register (i.e., Bits 12-0 of 96E8 
when Bits 15-13=001). All the control fields in 
this register are one-bit mode controls; they select 
between two alternate modes, and the selected 
mode remains in effect through all future opera- 
tions until the AI changes it by inverting the asso- 
ciated control bit. 


Western Digital Control! Registers Value 


Western Digital Control Registers 


Rectangle Width Register (96E8-0) 
(Same as regular 8514A register) 
Western Digital Enhanced Mode Register (96E8-1)” 


Reserved (96E8-2) 


Texture Pattern Start/End (96E8-3)* 
Texture Pattern 11-0 (96E8-4) * 


Texture Pattern 23-12 (968-5) * 
Texture Pattern 35-24 (96E8-6) * 


* Accessed only after 
a dummy read operation @ 


Texture Pattern 47-36 (96E8-7) * 28E9h. 


Figure 3-37. Western Digital Control Registers (96E8, Western Digital Enhanced Mode, Write 
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Page 
Select 
Draw 


Page 
Select 
View 


Mode 
Extension 


DAC 
Palette 
Selection 


Mode Ext. 85144 Mode 


Bit 0 specifies the number of bit- 
planes to be used in all operations. 4 
bit-planes are specified when set to 0 
and 8 bit-planes are specified when 
set to 1. 


Bit 1 specifies screen page selection 
for drawing (if the VRAM supports 
two screen pages at the current reso- 
lution). Page 1 is selected when set to 
0 and page 2 is selected when set to 
1. Note that the page-select controls 
provide a simple mechanism for draw- 
ing “in the background,” so that the 
user can instantly replace one screen 
image with another. 


Bit 2 specifies screen page selection 

for viewing (source of screen refresh). 
Page 1 is selected when set to 0 and 
page 2 is selected when set to 1. Note 
that the page-select controls provide a 
simple mechanism for drawing “in the 
background,” so that the user can in- 
stantly replace one screen image with 


- another. 


Bit 3 in conjunction with Bit 2 of Reg- 
ister 4AE8 are used to select different 
resolutions. Bit 3=0 is the default for 
8514A_ resolution modes _  (i-e., 
1024x768 and 640x480). 


Bit 6 is used only if the board has a 
8/6- bit/color switchable DAC (see 

Western Digital Status Register). Bit 
6=1 selects 8-bit/color mode and bit 


(Bit 8) 


Texture 
Mode 


Flicker- 
Free 
Mode 


Standard 
Video 
Registers 
Enable 


Alternate 
Video 
Registers 
Enable 


Monitor 
Type and 
Vertical 
Refresh 
Frequency 


(Bit 7) 


Software Interface 


6=0 selects 6-bit/color mode (de- 
fault). 


Bit 5 specifies Western Digital tex- 
tured line mode (see “Textured Line 
Drawing” in this chapter). Setting 
this bit to 1 enables this mode and a 0 
clears the mode. For proper execu- 
tion, set BEE8_A: Bit 7=0 and Bit 
6=1. Also Bit 6,5 of BAE8=01. 


Bit 4 specifies flicker-free palette 

loading mode control (see “Flicker- 

Free Palette Loading” in this chap- 
ter). Setting this bit to 1 enables this 
mode and a 0 clears the mode. 


Bit 9 controls the programming of the 
standard video registers. 


Bit 10 controls the programming of 
the Alternate video registers 
(PWGA-~1’s extended feature). 


Bits 8-7 combined with the mode 
extension bit and 8514A mode bit 
(Bit 2 of 4AE8) set the CLKSEL 
values that select the pixel clock 
frequency (see Table 3-6). Notice 
that Bit 2 of 4AE8 will automatically 
select a proper frequency after the 
control bits are programmed by the 
BIOS. 


Monitor Type Vert. Refresh Freq. CLKSEL2-0 


000, 640x480, 60 Hz 
100, 640x480, 70 Hz 
001, 1024x768, 43 Hz 
011, 1024x768, 60 Hz 
111, 1024x768, 70 Hz 
101, 1280x1024 


Table 3-5. Monitor Type and Vertical Refresh Frequency Settings 
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Load Standard Video Timing Registers (default) 
Load Alternate Video Timing Registers 
Load Both Register Sets 


Activate automatic switching between register sets: 
4AE8h Bit 2=0 (640x480) selects Standard Register Set 
Bit 2=1 (1024x768) selects Alternate Register Set 


14,013 12 


Western aE aR pan ae 
Enhanced Mode (Don’t Care 
Register Pixel Depth 
1=8 planes 
lrernate Vi 0=4 planes 
Registers Enable Vertical Refresh Freq, Page Select Write 
0=Disable loading 0=60 Hz or 43 Hz 1= page 2 
(default) 1=70Hz O= page! (default) 
1=Enablie loading 
AS Pa ecuon Page Select View 
0=6-bit DAC (default) 1= page2 
1=8-bit DAC O= page! (default) 
0=Disable loading 
1=Enable loading Texture Mode Mode Extension 


(default) T=enable 4AE8 
Monitor Type O=disable (default) Bit2 | Resolution 


0=43 Hz 640x480 


1=60 Hz Flicker-Free Mode 1024x768 
1=enable reserved 


O=disable (default) 1280x1024 


Figure 3-38. We-tern Digital Enhanced Mode Control Register (96E8-1) 
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Enhanced Solid-Line Drawing 


The following procedure should be used to draw a 
solid line in Western Digital Enhanced Mode: 


1. Escape to Western Digital Enhanced Mode by 
doing a byte read of I/O address 28E9. 


. Write the X pixel coordinate of the beginning 
point of the new line to I/O address 86E8 
(“Current X Drawing Point” register). If this 
value has not changed since the last drawing 
operation (i.e., the new line will start with the 
X-coordinate of the current drawing point), 
then instead, the X pixel coordinate of the 
ending point of the new line should now be 
written to I/O address 8EE8 (“Ending X” reg- 
ister in Western Digital Enhanced Mode), 
even if that X coordinate has not changed; the 
reason is that at least one of the two X-coordi- 
nate registers must be loaded prior to loading a 
Y-coordinate register, to avoid leaving Western 
Digital Enhanced Mode prematurely. 


. Write the Y pixel coordinate of the beginning 
point of the new line to I/O address 82E8 
(“Current Y Drawing Point” register). If in 
640x480 resolution, see below for the format 
of this coordinate. If this value has not 
changed since the last drawing operation (i.e., 
the new line will start with the same Y-coordi- 
nate as where the last one ended), this step 
may be skipped. 


- Unless already done in step 2, write the X pix- 
el coordinate of the ending point of the new 
line to I/O address 8EE8 (“Ending X” register 
in Western Digital Enhanced Mode). If this 
value has not changed since the last drawing 
operation, this step may be skipped. 


. Write the Y pixel coordinate of the ending 
point of the new line to I/O address 8AE8 
(“Ending Y” register in Western Digital En- 
hanced Mode). This step has to be done to 
start the line parameter calculation. 

. Conclude by writing the standard line-drawing 
command to the Command Register, at I/O 
address 9AE8. 


Western Digital Enhanced Mode simplifies the 
calculation of Y coordinates when using two 


Software interface 


pages, including the case of 640x480 resolution. 
In contrast to the 8514/A Emulation Mode, West- 
ern Digital Enhanced Mode requires no transfor- 
mations; the desired page-oriented Y coordinate 
can be written directly into the Y-coordinate regis- 
ters. The coordinates will apply to the page se- 
lected by the drawing page selection bit in the 
Western Digital Enhanced Mode Control Register, 
as described in Figure 3-38. 

In both 8514/A Emulation Mode and Western 
Digital Enhanced Mode, however, the user must 
be aware of pixel coordinate usage with regard to 
boundaries. 

First, under all circumstances, X and Y coordi- 
nates wrap around at the 2K boundary; in other 
words, pixel coordinates are processed as 11-bit 
values and hence manipulated modulo 2048. 

Second, under all circumstances, Y coordinates 
between 1K and 2K are “lost.” {i.e., drawn ob- 
jects or parts of drawn objects whose Y coordi- 
nates are between 1K and 2K are not recorded in 
VRAM.) 

Third, where only one page is available (except 
for the 1280x1024 case), X coordinates between 
1K and 2K are similarly “lost.” (See below for 
1280x1024.) 

Fourth, where two pages are available, first-page 
X coordinates between 1K and 2K will “intrude” 
into the second page (modulo 1024), and second- 
page X coordinates between 1K and 2K will in- 
trude into the first page (modulo 1024). The 
reason is that when two pages are provided, the 
1Kx1K pages are arranged “side by side” in physi- 
cal memory, with the logical (page-oriented) X 
coordinate internally processed as a physical X 
coordinate between 0 and 2K. The intrusion can 
be avoided by establishing clipping boundaries at 
the 1K page limit (or less). 

Finally, images drawn within a (1Kx1K) page 
but beyond the screen viewing boundary (1Kx768 
or 640x480) are not “lost,” and can be copied 
from their “off-screen” location into the viewing 
area by a BITBLT operation. In the (single page) 
case of 1280x1024 resolution, off-screen storage 
is provided for X coordinates between 1280 and 
2K. 
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15.14 13 12 11109 876543210 


Reserved 
(Don’t Care) Position Position 


Ending Bit Starting Bit 


Figure 3-39. Texture Pattern Start/End 
Register (96E8-3, Western Digital Enhanced 
Mode, Write Only) 


Textured-Line Drawing 


In Western Digital Enhanced Mode, textured 
lines can be drawn directly. After the “texture 
pattern” and its pointers have been set up as de- 
scribed below, the AI need only turn on the West- 
ern Digital textured-line mode control bit, set bits 
7, 6 of BEE8-A to 01, set bits 6, 5 of BEA8 to 01 
(see Figure 3-38), and then use the same proce- 
dure as for solid-line drawing (see “Enhanced 
Solid-Line Drawing” in this chapter). 

The texture pattern is a string of bits whose 0/1 
values are consulted in sequence as the PWGA-1 
draws the line, applying the current mix to the 
combination of current texture-pattern bit and 
current pixel. (For example, a “1” bit in the tex- 
ture pattern might be interpreted as an overpaint 
instruction.) 

The pattern may be up to 48 bits long. Four 
Western Digital Control Registers—96E8-4, 
96E8-5, 96E8-6, and 96E8-7—are provided for its 
storage, as shown in Figure 3-35. (Bit 12 of each 
of these registers is reserved.) The pattern must 
be defined beginning at Bit 47, but need not con- 
tinue to Bit 0; the 6-bit “ending position” field in 
Western Digital Control Register 96E8-3 is pro- 
vided to specify the number of its last bit (see 
Figure 3-39). 

The related 6-bit “starting position” field, how- 
ever, is used differently: this specifies where (be- 
tween Bit 47 and the ending-position bit) the 
texture-pattern pointer should be placed at the 
beginning of a textured line-drawing operation. 
The pointer will be moved in synchronization with 
the line-drawing process from that start position 
toward the defined ending position (i.e., from 
high-order to low-order bits within the texture pat- 
tern); after the PWGA-1 uses the texture-pattern 
bit at the ending position, it will circulate the 
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pointer back, not to the specified starting position, 
but to Bit 47, and then repeat the process. 

After the line is complete, the PWGA-1 will 
place the current position of the texture-pattern 
pointer into the appropriate field within the West- 
ern Digital Status Register (see Figure 3-34), 
where it may be read by the AI.If the user does 
not store a new value into the starting position 
field, then in its next textured-line-drawing opera- 
tion, the PWGA-1 will use the current pointer po- 
sition from the status register. The chief purpose 
of this feature is convenience in allowing the user 
to automatically continue a texture pattern from 
one line to the next without needing to do an ex- 
plicit read and write of the pointer position; for 
example, a dashed line will properly turn a corner 
without user concern for the texture pattern point- 
er. 

Note that after board reset, all texture controls, 
including current position, are undefined, and 
must be initialized by the Al. 


Flicker-Free Palette Loading 


When using the IBM 8514/A, the CPU must wait 
for vertical screen refresh before reloading its 
color palette. In a high resolution design, how- 
ever, especially with a non-interlaced monitor, the 
vertical retrace time (typically less than 600 mi- 
croseconds) may not be long enough to program 
all 256 color entries. 

When the Western Digital flicker-free option is 
incorporated into the design of a PWGA~1-based 
board (“Video DAC and Interface Subsystem” in 
Chapter 2), the PWGA-1 can accept palette 
writes from the CPU at any time, but will buffer 
them in the DSP until horizontal retrace time; 
during horizontal flyback, it will write them to the 
DAC’s palette, avoiding flicker. 

Note that in VGA pass-through mode, any VGA 
palette-loading operation also loads the DAC on 
the 8514/A (and hence will do the same on a 
PWGA-1-based board). Flicker-free program- 
ming does not apply in VGA pass-through mode. 

Flicker-free mode is enabled by setting Bit 4 of 
the Western Digital Enhanced Mode Control Reg- 
ister, shown in Figure 3-36. When sending color 
data to the board, however, the AI must monitor 
Bit 4 of the Western Digital Status Register, shown 
in Figure 3-34; if set, this bit indicates that a pal- 
ette write is pending, and no further palette color 
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data should be sent until the PWGA~1 clears the Other AI accesses of the DAC, including read- 
bit. When clear, the AI can then send three ing color values, are independent of the flicker- 
bytes, representing the contents of one of the 256 free design, and should emulate 8514/A oper- 
entries in the palette. ations. 


Table 3-6. IBM 8514/A Compatible Registers 


1/0 Address Read/Write Function 


O2EA/03C6 Look Up Table Mask 
O2EB/03C7 Read Color index 

O2EB/03C7 DAC State 

O2EC/03C8 Color index 

O2ED/03C9 RGB Color Value 

Video Contro! Status 
Horizontal Total 

Horizontal Active 

Horizontal Sync Position 
Horizontal Syne Width/Polarity 
Vertical Total 

Vertical Active 

Vertical Sync Position 
Vertical Sync Width/Polarity 
Display Control 

interrupt Status 
Interrupt/FIFO/Reset Contro! 
EPROM Selection 

Graphics Mode Control 
Current Y Position 

Current X Position 

Copy Y Destination/incr 1 Line 
Copy X Destination/incr 2 Line 
Delta Line 

Rectangle Width/Max for Line 
FIFO Status 

Drawing Command Control 
Short Stroke Vector Control 
Background Color 
Foreground Color 

Bit-Piane Write Mask 
Bit-Plane Read Mask 
Comparison Color 
Background Mix 

Foreground Mix 

Multifunction Control 
Rectangle Height 

Clipping Window Top Limit 


== 


= 


R 

Ww 
Ww 
Ww 
Ww 
WwW 
Ww 
WwW 
WwW 
Ww 
Ww 
Ww 
Ww 
Ww 
R/ 
R/ 
Ww 
Ww 
R/ 
WwW 
R 

W 
Ww 
WwW 
Ww 
WwW 
Ww 
WwW 
Ww 
W 
WwW 
WwW 
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Table 3-6. IBM 8514/A Compatible Registers (cont.) 


10 Address 


Read/Write Function 


BEES (2) Ww Clipping Window Left Limit 

BEES (3) Ww Clipping Window Bottom Limit 
BEEB (4) Ww Clipping Window Right Limit 
BEES (5) Ww Memory Configuration 

BEES (8) WwW Pixel Position Mix Control—Low 
BEEB (9) WwW Pixel Position Mix Control—High 
BEEB (A) WwW Data Extension/Compare Control 
E2E8 R/W image Read/Write 


Table 3-7. PWGA-1 Enhanced Registers 


1/0 Address Read/Write Function 


Dummy Read/Enable for S6E8 
EPROM Select—AT Bus Only 
Ending X Point for Line 
Ending Y Point for Line 
Western Digital Status 
Western Digital Enhanced Mode 
Texture Pattern Start End 
Texture Pattern 11-0 
Texture Pattern 23-12 
Texture Pattern 35-24 
Texture Pattern 47-36 
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Pin Description 


Table 1. Pixel Address Manager Pin Description 


Pin # Type Description 


A19-A0 82-71, 69-62 Address bits 19 through 0 (MC) 
SA19-SAO Address bits 19 through 0 (AT) 


AUP 85 Decoding of upper address bits 23-20 (AT) 
Decoding of upper address bits 23-20 and 
MADE24 (MC) 


110-100, 98-94 Data bits 15 through 0 (MC) 
Data bits 15 through 0 (AT) 


55 -Card Data Size 16 (MC) 
-I/O 16-bit Chip Select (AT) 


57 Memory/-Input Output (MC) 
-Memory Read (AT) Full Memory Address Range 


59 ~Status Bit 0 (MC) 
-Memory Write (AT) 


58 Status Bit 1 (MC) 
-I/O Read, -1/O Write (AT) 


60 -Command (MC) 
-I/O Write (AT) 


52 Channel Reset (MC) 
System Reset (AT) 
88 -Interrupt Request (MC) 
Interrupt Request (AT) 
90 Channe] Ready (MC) 
-. 1/O Channel Ready (AT) 


56 -System Byte High Enable (MC) 
-System Bus High Enable (AT) 


61 ~Address Latch (MC) 
Buffered Address Latch Enable (AT) 


89 -Card Selected Feedback (MC) 


86 -Card Setup (MC) 
Address Enable (AT) 


36 Output Enable for BIOS EPROM (MC & AT) 
BIOS A14-A01 $4, $3, 49-37 BIOS EPROM Address bits 14-0 (MC & AT) 
MC/AT 120 Select Microchannel (high) or AT Bus (low) 
-DBEN 91 Data Bus Enable (MC & AT) 


DBDIR 92 Data Bus Direction (MC & AT) 
high -> CPU read, low -> CPU write 


ATCLK 84 AT Bus System Clock (AT) 
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Table 1. Pixel Address Manager Pin Description (cont.) 


Pin # 


Type Description 


1AD7-IADO 135-125 te) Time~-multiplexed Internal Address & Data Bus 
dits 7-0, this bus is used to load/read control 
registers and pass/read data for through/across 
the plane operations. 


IADSTAT 124 Oo Internal AD Bus Status selects the usage of IAD 

-~RWCAS 8 Oo ~Read/Write CAS, the rising edge of this signal is 
used to latch pixel data 

RD/-WR 123. oO Read/-Write control for passing data between PAM 
and PDM 

-AS 122 oO -Address Strobe, rising edge indicates address is 
valid 

-DS 121 (e) -Data Strobe indicates data is valid for read/write 

RMWE 117 I Read-Modify-Write Enable 

SLC 119 I Scan Line Clock, for clocking in serial data 

SLD 118 I Scan Line Data, serial data for communicating scan 


refresh information 


SWAP/X2 7 re) Swap the high and low pixel data bus, used by 
Western Digital Turbo Mode. In alJ other modes, this 
signal is the same as pixel address X2. 

MDT2-MDTO 5, 4,3 re) Memory Data Type, field used to tell the PDM chip 
what type of display memory cycle is being done. 
Encodings are as follows: 


MDT2-MDTO Cycle Type 


000 No Operation 
00 1 (reserved) 
010 Drive Write Per Bit Mask 
0141 Write Cycle 
100 BITBLT Read Source Data first 
group 
10 BITBLT Read Source Data 
110 Read Destination Data for RSOP 
first group 
111 Read Destination Data for RSOP 
WROE 6 Oo WRite Output Enabie, enables the pixel data bus 
in POM 
SCLK 113 if System Clock (60MHz) 
MA7-MAO 19, 16-10 o Memory Address Lines 
LA13 34 oO Line address for C1 and C3 memory chips 
LA24 35 0) Line address for C2 and C4 memory chips 
-RAS1 - -RASO 23, 22 (@) Memory -RAS strobe 
~CAS12, -CAS34 21, 20 me?) Memory -CAS strobes 
WE7-WEO 31-34 (0) Pixels Write Enable Lines, one per pixel 
-DT/~OE 32 (0) Transfer control and Output Enable 
~DACWR (-DACWE) 112 se) -DAC Write (or -WE for BT451/458 DAC), 
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Pin Description 


Table 1. Pixel Address Manager Pin Description (cont.) 
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Name Pin # Type Description 
a eee cece mn em rpnscemm ns an tn ann cae tne pe em ee ed 


-DACRD (-DACRD) i111 : ce) ~DAC Read (or ~CE for BT451/458 DAC), 
tri-stated 
DAC8 114 (e) Color Value alignment for designs with 8-bit DAC 
SELVD 2 I -DACWR and -DACRD tri-state control, the DAC read 
and write signals are tri-stated when SELVD is high 
VDD 17, 50, 70, 93, 115 Seven +S5V power pins 
VSS . 1, 9, 18, 33, 51, 83, Seven GND pins 
87, 99, 116 


Total pin count = 132 
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Appendix A 


Table 2. Pixel Data Manager Pin Description 


Type Description 


Time-multiplexed Internal Address & Data Bus 
bits 7-0, this bus is used to load/read control 
registers and pass/read data for through/across the 
plane operations. 


IADSTAT 10 I Internal AD Bus Status selects the usage of IAD 


-RWCAS 126 I ~Read/Write CAS, the rising edge of this signal is 
used to latch pixel data 

RD/-WR 11 I Read/-Write control for passing data between PAM 
and PDM 

-AS 12 I ~Address Strobe, rising edge indicates address is 
valid 

-DS 13 1 ' Data Strobe indicates data is valid for read/write 

RMWE 19 Oo Read-Modify-Write Enable 

SLC 15 oO Scan Line Clock, for clocking in serial data in PDM 

SLD/TOUT 16 (@] Scan Line Data, serial data for communicating scan 
refresh information. Under the test mode, it is the 
test output pin. 

SWAP 127 I Swap the high and low pixel data bus 

MDT2-MDTO 129-131 I Memory Data Type, field used to tell the PDM chip 
what type of display memory cycle is being done. 
(same encoding as PAM) 

WROE 128 I WRite Output Enable, enables the pixel data bus in 
PDM 

RESET 40 I Reset for internal registers and states 

SCLK 39 I 60 MHz System Clock 

PCLK 68 I Pixel Clock 

PD31-PDO 90-93, 95-98, 1/O Pixe] Data Bus Bits 31-0 

100-114, 117-125 
VCLK 25 Video Clock for DAC, tristate output 


VSYNC 34 Vertical Sync, tristate output 


BLANK 20 Video Blank, tristate output. A zero will drive the video 
output of the DAC to blanking level. 


oO 

HSYNC 33 oO Horizontal Sync, tristate output 
oO 
oO 


VDATA?7-VDATAO = 21-24, 27-30 Oo Video Data Bits, tristate output i. 
-DACWR (-DACWE) 32 oO -DAC Write (or -WE for BT451/458 DAC), 3-stated 
-~DACRD (-DACRD) 31 oO -DAC Read (or -CE for BT451/458 DAC), 3-stated 
SELVD 132 oO Select PC data bus or VDATA7-VDATAO for 
programming color values in flicker free mode 
-DACV/TIN 35 I ~DAC Valid, indicates that the RGB analog output 


of DAC Is valid 
Under the test mode, it is the TIN signal for internal 
counter testing. 
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Pin Description 


Table 2. Pixel Data Manager Pin Description (cont.) 


Name Type Description 


MID2-MIDO Monitor ID Bits 2-0 


IBM 8514 (16") display 
IBM 8503 (12”) monochrome display 
IBM 8513 (12")/8512 (14) display 
other display 
TSEL2, TSEL1, TSELO Under the test mode, MDT2-MDTO select one of the 
six internal counters for testing. They are renamed 
as TSEL2-TSELO, respectively. 
CLKSEL2-CLKSELO 43-45 Pixel Clock Select 


000 640x480 (60Hz) non-interlaced, 
default 
1024x768 (86Hz) interlaced 
800x600 (60Hz) non-interlaced 
1024x768 (60Hz) non-interlaced 
640x480 (70Hz) non-interlaced 
1280x1024 (60Hz) non-interlaced 
pixel input clock = $5 MHZ 

110 800x600 (70Hz) non-interlaced 

111 1024x768 (70Hz) non-interlacd 

-ENVGA 42 Oo ~Enable VGA Mode 


The following pins or signals may have different definitions in various designs. The definitions listed here are for the base 
8514A emulation with background integration. 

$D31-SDO 46-49, 52-67, 71-82 1 Video data shifted in from VRAM 

SE12A, SE34A 87, 85 oO Seria] Output Enable for VRAM 

SE12B, SE34B 86, 84 (support 2 page 1023x768x4 & lpage 1024x768x8) 
SC13-SC24 88, 89 oO Serial Data Clock for VRAM 

VDD 17, 50, 70, 94, 116 Seven +5V power pins 


vss 1, 14, 18, 26, 41, 51, Eight ground pins 
69, 83, 99, 115 
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Table 3. Pin Description for Different Design 


This table lists all signals which have different definitions in different designs. These signals are in PDM and are mainly for 
VRAM and DAC interface, See Application Notes for Details. 


Case 1 2 3 

Pin # 

87 SE12A SE12A SE12A 
85 SE34A SE34A SE34A 
86 SE128 - - 

84 SE34B ~ ~ 

77 $D5 - SEL1 
88 $013 $C13 8C13 
89 $C24 $C24 $C24 
76 SDd6 ~ LOCLK 
25 VCLK VCLK VCLK 


Case 1: 64Kx4, 1024x768x8, with backend Integration 
Case 2: 256Kx4, 1024x768x8, with backend integration 
Case 3: 256Kx4, 1280x1024x4 or x8, with external backend support 
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Electrical Specifications 


WD95C00 (PAM) I/O ELECTRICAL SPECIFICATIONS 


PAM AC Specification 


CLK period: 16 ns minimum, 16.7 ns typical. 

CLK rise and fall time (0.4V to 2.4V): 2.5 ns maximum. 
All outputs rise and fall time (10% to 90%): t.b.d. 

Input capacitance: 10 pF maximum. 


PAM DC Specification 


Absolute maximum ratings: 


- Voltages on all imputs and outputs with respects to GND .... -0.3 Vto 7.0 V 
Operating ambient temperture .......... 000s eee cece eens Oo°C STA < 65°C 
Storage temperature ....... 0. eee eee eee ee eee eee ee ene -65° C to 150° C 


DC Characteristics: 


Min Max Unit Condition 
Supply voltage (VCC) 4.5 5.5 Vv 
Input low voltage (VIL) -0.3 0.8 V 
Input high voltage (VIH) 2.0 vcc Vv 
Output low voltage (VOL) 0.4 Vv Refer to Table B-1 
Output high voltage (VOH) 2.4 Refer to Table B-1 
Input leakage current (ILI) +10 uA VIN=0 to VCC 
Tri-state output leakage current (IOL) £10 uA VOUT=0.4 V to VCC 
Power supply current (ICC) mA 


Note1l: All inputs have static charge and latch up portection circuits. 
Note2: All inputs including bi-directional pads have 20K ohm pull-up resisitors. 
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Table B-1. Output Specifications 


Signal Name IOL (Min) IOH (Min) Capacitive 
'@ 0.4V @ 2.4V Loading 


5 


1.0 mA ~50 uA 75 pF 
2.0 mA -50 uA 250 PF 
2.0 mA -50 uA 250 pF 
2.0 mA -50 uA 250 pF 
2.0 mA -50 uA 250 pF 
1.0 mA -50 uA 50 pF 
1.0 mA -50 uA 50 pF 
1.0 mA ~50 uA. _50 pF 
1.0 mA -50 uA 50 pF 
1.0 mA -50 uA 50 pF 
1.0 mA ~50 uA 100 pF 
1.0 mA -50 uA 100 pF 
0.5 mA ~-50 uA 50 pF 
1.0 mA ~50 uA $0 pF 
1.0 mA -50 uA $0 pF 
1.0 mA -50 uA 50 pF 
1.0 mA ~50 uA 50 pF 
1.0 mA ~50 uA 50 pF 
1.0 mA -50 uA 50 pF 
1.9 mA -50 uA 50 pF 
1.0 mA -50 uA 50 pF 
1.0 mA ~SO0 uA 130 pF 
1.0 mA : ~50 uA 80 pF 
1.0 mA -S50 uA 80 pF 
1.0 mA ~50 uA 100 pF 
1.0 mA ~50 uA 100 pF 
1.0 mA -50 uA 100 pF 
1.0 mA -50 uA 100 pF 
1.0 mA -50 uA 100 pF 
1.0 mA -50 uA 50 pF 
1.0 mA -50 uA 160 pF 
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Electrical Specifications 


WD95C01 (PDM) 1/0 ELECTRICAL SPECIFICATIONS 


PAM AC Specification 


SCLK period: 16 ns minimum, 16.7 ns typical. 

PCLK period: 13.5 ns minimum, 15.4 ns or 22.2 ns typical. 
CLK rise and fall time (0.4V to 2.4V): 2.5 ns maximum. 
All outputs rise and fall time (10% to 90%): t.b.d. 

Input capacitance: 10 pF maximum. 


PDM DC Specification 


Absolute maximum ratings: 
Voltages on all imputs and outputs with respects to GND .... -0.3 Vto 7.0 V 
Operating ambient temperture Oo°C STA S 65°C 
Storage temperature ~65° C to 150° C 


DC Characteristics: 


io 
=. 


Condition 


Supply voltage (VCC) : 5.5 
Input low voltage (VIL) : 0.8 
Input high voltage (VIH) : vCcc 
Output low voltage (VOL) 0.4 
Output high voltage (VOH) j vcc 
Input leakage current (ILI) +10 
Tri-state output leakage current (IOL) +10 
Power supply current (ICC) t.b.d. 


Refer to Table B-2 
Refer to Table B-2 
VIN=0 to VCC 
VOUT=0.4 V to VCC 


a <<<< 


Note 1: All inputs have static charge and latch up portection circuits. 
Note 2: All inputs including bi-directional pads have 20K ohm pull-up resistors. 
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Table B-2. Output Specifications 


Pad Names Io IOL (Min) 1OH (Min) Capacitive 


@0.4V.. @ 2.4V Loading (max) 
IAD7-IADO 1/0 4.20 mA -50 uA 50 
RMWE re) 1.00 mA ~50 uA 50 
SLC fe) 4.20 mA -50 uA 50 
SLD/TOUT O 4.20 mA -50 uA 50 
PD31-PDO V/O 4.20 mA -50 uA 50 
VCLK O 4.20 mA -50 uA 30 
HSYNC O 4.20 mA -50 uA 70 
VSYNC oO 4.20 mA ~50 uA 70 
BLANK O 4.20 mA -50 uA 30 
VDATA7-VDATAO fe) 4.20 mA -50 uA 30 
~DACWR (-DACWE) fe) 4.20 mA ~50 uA 50 
~DACRD (-~DACRD) re) 4.20 mA -50 uA 50 
SELVD re) 4.20 mA ~50 uA 50 
CLKSEL2-CLKSELO O 0.80 mA -50 uA 50 
-ENVGA O 4.80 mA —-50 uA 100 
SE12A, SE34A, 
SE12B, SE34B fe) 4.20 mA -50 uA 70 
$C13,SC24 O 4.20 mA -50 uA 70 
SD6,SD5 VO 4.20 mA ~50 uA 100 
B-4 
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TIMING DIAGRAMS 


RESET INITIALIZATION TIMING 


Table C-1. Reset initialization Timing Parameter 


Timing Parameter 


Reset high period 

-BIOS OE delay from falling edge of RESET 

STRAP DATA valid after falling edge of RESET (hold time) 
Initial -BIOS OE low period after RESET 

Read Cycle Time after RESET 


* Apply to both PAM and PDM 


+ Apply to PAM only 
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Reset Initialization Timing Diagram 


Figure C-1. 
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MICRO CHANNEL INTERFACE TIMING 


This section provides the specification for critical timing parameters for Micro Channel interface. Timing 
parameters related to PAM are listed separately. 


Setup Cycle 
This occurs during system configuration following reset. ~-CD SETUP is pulled low by writing to I/O Port 


96H. Then Adapter ID is read from I/O registers 100H and 101H using default cycles. Next an asyn- 
chronous extended I/O write cycle is performed to 102H. 


CH RESET 


ADDRESS 
MADE 24 


lie 


-CD SETUR Led \ eee eae 


CH CHRDY (ny Jeo" : 


Figure C-2. Setup Cycle Timing Diagram 
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Table C-2. Setup Cycle Timing (Refer to the Micro Channei Spec) 


Timing Parameter Min/Max 
CHRESET active (high) pulse width 100/ ~ ns 
-CD SETUP (n) active (low) to -ADL active (low) 15/ - ns 
-CD SETUP (n) hold from -ADL inactive (high) 25/ = ns 
-CD SETUP (n) hold from -CMD active (low) : 30/ - ns 


CD CHRDY (n) inactive (low) form -CD SETUP (n) active ~/100 ns 


Default Cycle 
Reading of POS registers and reading/writing of DAC registers are done using this cycle. 
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Figure C-3. 1/0 Default Channel Timing Diagram 


C-4 


WESTERN DIGITAL 
DRAWING NUMBER REV. 


SCALE 


93-000032-00 


Timing Diagrams 


Table C-3. 1/0 and Memory Default Cycle (200 nanosecond minimum) 
(Min/Max Parameters are from the Micro Channel! Spec) 


Timing Parameter Min/Max PAM 
t; Status active (low) from ADDRESS, M/-I!O, valid 10/ - ns 
to -CMD active (low) from Status active (low) 55/-ns 
ts -ADL active (low) from ADDRESS, M/IO, valid 45/- ns 
ty ~ADL active (low) to -CMD active (low) , 40/ - ns 
ts -ADL active (low) from Status active (low) 12/ ~ ns 
te ~ADL pulse width 40/ - ns 
tz Status hold from -~ADL inactive (high) 25/ - ns 
te ADDRESS, M/-IO, hold from -ADL inactive 15/ - ns 
ty DBDIR change from status active (low) -/- -/40 ns 
tio DBDIR change from -CMD high -/- -/40 ns 
ti ~DBEN change from ~SO, S1 ~/~ ~/35 ns 
tie ~DBEN change from -CMD high -/- -/30 ns 
tag -CD DS 16 active (n) (low) from ADDRESS, M/-I0O valid -/ $5 ns 
tie -CD SFDBK active (low) from ADDRESS, M/-I0O valid -/ 60 ns 
tis ~CMD active (low) from Address valid 85/ - ns 
tis -CMD pulse width 90/ - ns 
ti7 Write data setup to -CMD active (low) 0/ - ns 
tig Write data hold from -CMD inactive (high) 30/ - ns 
tis Status to Read Data valid (Access Time) -/125 ns 
too Read data valid from ~CMD active (low) -/60 ns 
to, Read data hold from -CMD inactive (high) 0/ - ns 
too Read data bus tri-state from -CMD inactive (high) -/40 ns 
aS tas -CMD active to next ~CMD active 190/ - ns 
*y tosa -CMD inactive to next -CMD active 80/ - ns 
/ toss -CMD inactive to next ~ADL active 40/ - ns 
aa tog Next Status active (low) from Status inactive 30/ - ns 
tos Next Status active (low) to -CMD inactive -/ 20 ns 


Asynchronous Extended Cycle (General Case) 


Access to all registers in PWGA-1 or the BIOS EPROM uses this cycle. An Asynchronous Extended 
cycle occurs when the chip set releases CD CHRDY asychronously. However, the chip set provides the 
Read data within the specified time form CD CHRDY release. The timing sequence is illustrated by the 
Figure C-4. Figure C-4 shows only the parameters additional to the default cycle. All other parameters 
are the same as the default cycle. 
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Figure C-4. Asynchronous Extended Cycle Timing Diagram 


~CMD 


Table C-4. Asynchronous Extended Cycle Timing 
(Min/Max Parameters are from the Micro Channel Spec) 


Timing Parameter Min/Max 


tog CD CHRDY (n) inactive (low) from ADDRESS valid -/60 ns 
to7 CD CHRDY (n) inactive (low) from Status active 0/30 ns 
toes Read data valid from CD CHRDY (n) active (high) ~/60 ns 
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16-BIT AT BUS INTERFACE TIMING 


1/0 Memory Extended Read Cycle 
All registers inside PWGA~1 are read using this cycle. 
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1/0 Extended Write Cycle 


All registers inside PWGA-~1 are written using this cycle. 
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/O Read Cycle 
This cycle is used only ior DAC access. 


tas 


Figure C-7. AT Bus / I/O Read (1 Wait State) Timing Diagram 
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1/0 Write Cycle 
This cycle is used only for DAC access (flicker-free mode disabled). 
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Figure C-8. AT Bus / 1/0 Write (1 Wait State) Timing Diagram 
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( at Table C-5. AT Response Time 


Timing Parameter 


SA[19-0] valid to IOCHRDY (BALE is high) 
~IOR, -MEMR, -JOW valid to -DBEN low 
SA(19-0} valid to -IO CS16 

DBDIR delay from -IOR, -MEMR 

-IOR invalid to data valid 

SA(19-0] invalid to -1O CS16 

-IOR high to DBDIR low 

IOCHRDY high to valid read data 

-10W, -MEMR, -IOR high to DBENN high 
Write data hold from IOCHRDY 

Read data setup to -IOR high 


“If no command (MEMR, IOR, IOW) becomes active IOCHRDY will time out and go high after four (4) 
ATCLK cycles. 


VRAM MEMORY INTERFACE TIMING 


Page mode cycle will follow the standard entry cycle if the row address of subsequent access is the same. 
Page mode terminates, if operations are completed, a memory refresh request is pending, different row 
address in next access or RAS low width = 50. 
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VRAM Read Cycle 
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Table C-6. VRAM Read Cycle 


Parameter Symbol Min Max 
es 
Random read/write cycle time tro (12+RPW+tEW+RH)tc - 
Page mode cycle time tec (StCPW+PW)tc - 
-RAS precharge time trp (5+RPW)tc = 
-CAS precharge time top (2+CPWw)tc ~ 
=RAS pulse width tras (74EW+RH)tc 500tc 
“RAS to -CAS delay trep (4+RH)tc P 
-CAS pulse width tcas (3tEW)tc* - 
Row address setup tasr 2tc - 
Row address hold tran (2+RH)to - 
Column address setup tase 2tc - 
Column address hold toan (3+EW)tc* - 
-CAS high to -RAS torp (5+RPW)tc ~ 
precharge time 
-OE low to read data toga - (2+EW)to 
valid 
-OE low to read data tpoEA = (3+PW)tc 
valid for page mode 
Access time from -RAS trac (6+RH+EW)tc = 
Access time from ~CAS teac (2+EW)tc - 
Read data setup time ts 32 - 
Read data hold time th 0 = 


“under page mode cycle, EW = PW 


** RPW, EW, CPW, PW and RH are all memory wait contro! parameters. Their definitions are given in Fig 2-10b. 
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VRAM Write Cycle 


Page mode cycle will follow the standard entry cycle if the row address of subsequent access is the same. 
Page mode terminates if operations are complete, a memory refresh request is pending, different row 
address in next access or RAS low width = 50. 
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Figure C-10. VRAM Write Cycle Timing Diagram 
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Table C-7. VRAM Write Cycle 


Parameter Symbol Min 


Write Command to traw (3+EW)tc ° 
-RAS lead time 


Write Command to (3+EW)tc * 
-CAS lead time 


Setup time to 


Write command pulse (3+EW)tc * 
width 


Write Command to (3+EW)tc * 
~CAS lead time 


Data-in setup time 
Data-in hold time ae 


Write-per-bit setup te 
time 


Write-per-bit hold (3+RH)tc 
time 


Write bit selection ae 
setup time 


Write bit selection (2+RH)tc 
hold time 
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“under page mode cycle, EW = PW 
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VRAM Transfer Read Cycie Timing 
This cycle happens during retrace time where VRAM serial port is in standby mode. 


VRAM Data Transfer Read Cycle Timing Diagram 


Figure C-11. 
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Table C-8. VRAM Data Transfer Read Cycle 


Parameter Symbol Min Max 


~DT low setup time tts rato = 


-DT low hold time trTH (8+RH)tc - 
after -RAS low 


-DT low hold time toTH ato = 
after -CAS low 


-DT high to -RAS tTAL (1tEW)tc - 
high delay 
-DT high to -CAS toTH (1t+EW)tc > 
high delay 
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VRAM Refresh Timing 


Figure C-12. VRAM Refresh Timing Diagram 
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Parameter 


-CAS before -RAS 
setup time 
~CAS before -RAS 
hold time 


~RAS rising to -CAS 
falling 


Table C-9. VRAM CAS Before RAS Refresh Timing 


Symbol 


3tc 
(44RH) to 


(2+RPW)tc 


Timing Diagrams 


Range 
tez16.667ns 
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Serial Read Cycle Timing 
Serial output from VRAM is read into PDM for all integrated back-end support designs. 


tson. ———>Y 


L—tecin—| 


toa 


fees 


fe—-_--- tsop Paar Maes tsoe eas! 
}e———__ tour 


tion —+ b— 
ers 


Figure C-13b. Serial Data Read Cycie Timing Diagram for 1280x1024 Mode 


Figure C-13a. Serial Data Read Cycle Timing Diagram (for 8514/A compatible modes) 
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Table C-10. Serial Data Read Cycle 


Parameter Symbol Min Max 
SEt pulse width tsoe 3tc - 
SEt precharge time tsop Sto = 
SC* pulse width tse; atc ~ 
SC* precharge time tseni atc - 
serial output hold tson Ste = 
serial output access tsoa - 1.5te 
time from SEt (max) 
SC* pulse width tser2 2to = 
SC* precharge time tscre ate = 
LDCLK high time tLox tc - 
LDCLK low time tLo. to ~ 
SEL1 high time tse.y 2tc - 
SEL1 low time tse 2tc = 


¢ SE12A, SE12B, SE34A, SE34B, SE only toggles during active display period in 640x480 mode using 64Kx4. It stays 
high or low for all other modes. 


* $C13, SC24 
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Figure C-14. Video Timing Delay from VCLK 
Figure C-15. Video Scan Timing Parameters 
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Table C-11. Video Delay Timing Parameters 


Timing Parameter 


Delay of BLANK from the rising edge of VCLK 


Delay of VDATA from the rising edge of VCLK 
(same asthvo in Figure 4.6.2) 


Delay of HSYNC from the rising edge of VCLK 


Table C-12. Video Time Parameter Relationship to Video Registers 


Video Register Programming Equation 


[(O2E8)* +1]x8 
[(06E8)+1]x8 

(Bits 4-0; OEE8)** x8 
[(Oae8)x8)-H aisp 

H total H synew~(OAE8)x8 
[(12E8)]}+1 

[(16E8)]+1 

(Bits 4-0; 1EE8)/2 
{(1AE8)}-((16E8)] 
Viotat-Vsynew~ (1AE8) 


* (02E8) - content of register O2E8H 
** (Bits 4-0; OEE8) - value of Bits 4-0 for register OEE8H 


t The true value of these parameters are controlled by bit 2 and bit 1 of 22E8 register. See the table below. 


| Register 2268 | 22E8 


skip y2 and y1 
skip y2 
skip y1 
no skip 


WEST! TERM DIGITAL 


DRAWING NUMBER 


THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO WDC AND SHALL NOT BE REPRODUCED OR FURTHER DISCLOSED 
TO ANYONE OTHER THAN WOC EMPLOYEES WITHOUT WRITTEN AUTHORIZATION FROM WESTERN DIGITAL CORPORATION 


93-009032-00 


REV. 


Oo WN 


(mo7 = LVLSGVI) wesBerq Guys 102309 ey2M/PEAH (INGd <- Wd) diydueiUy “2t-9 eanBiy 
“ple LOW Se eug) owes oy) Je MBA BBUEYS MA dYMS “epotw OqUNi Uj , acy 


ee, } Lvisavi 


1O4WUOD UON!SOd 1OXid @ +d VMS 
fa ——~ dH) OdS y fay 


odAL uojesedo OwM/peey 


nf jee 


A k ” wos 
“EAE Ee eee ee Le 


wes6eiq Oujwiy HSB 1A-18d-eIM “91-9 eunBi4 


= (WVHA < Wd) 
ae a ee a 
— WMH) DMS any 


/ 


r 


A 


<0:2>L0N 


WESTERN DIGITAL 


CO FF. Fo 


ac 
uu 
ao 
= 
= 
2 
oO 
2 
= 
< 
ac 
a) 


(Wdd < Wvd) 
$s 
wn oy 3OUM 


= S (WOd ~< Wvd) 
a 
fj}, OS} Ny 


ISvuy-'0SVH- 


mal 
Aer ELL Leer 
bt 


INTERCHIP TIMING 


Appendix C 


OF 


R FURTHER DISCLOSED 
GITAL CORPORATION 


SHT 


SCALE 


THIS INFORMATION 1S CONFIDENTIAL AND PROPRIETARY TOWDCA 
TO ANYONE OTHER THAN WOC EMPLOYEES WITHOUT WRITTEN A 


93-000032-00 


. ic) 


Timing Diagrams 
| PENSE PEGE PEL POLS ACI RELEASED SOA IE EI PEI CL BALD ARATE TE ETRE TESA LAGE AE SEE ENELTS LS COE IES NEEDLE A LDA AE TOIL DIC IE TAL ALE ERE LEE EEN IE LE DEEN ESSER SELMA LEN IEEE LEED FONL DE OELE DER! LE SEL AL EAB AINE TED IE 


Data (PDM > PAM) 


tost 


Tte 


tans 
Data (PDM > PAM) 


tie 


tis 


Interchip Data Read Cycle Timing Diagram (IADSTAT = High) 
interchip Data Write Cycle Timing Diagram (iIADSTAT = High) 
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Table C-13. Delay from SCLK for Interchip Timing Parameters 


Symbol Timing Parameter PAM/PDM 


WROE active from rising edge of SCLK PAM - 26 ns 


ti MDT valid from rising edge of SCLK PAM - 26 ns 
tie ~RWCAS change from rising edge of SCLK PAM - 30 ns 
tisa SWAP valid from rising edge of SCLK PAM - 26 ns 
tian IADSTAD valid from rising edge of SCLK PAM - 35 ns 
tis RD/-WR valid from rising edge of SCLK PAM - 35 ns 
tis ~AS change from rising edge of SCLK PAM - 35 ns 
tie -DS change from rising edge of SCLK PAM - 26 ns 
ti7 Addr. valid from rising edge of SCLK PAM - 35 ns 
tia Write Data valid from rising edge of SCLK PAM - 35 ns 
tens -RAS low from rising edge of SCLK PAM - 28 ns 


PD bus WPWGA-1_Mask valid from rising edge of SCLK PDM 


Table C-14. Interchip Relative Timing Parameters 


Symbol Timing Parameter PAM 


tswr Setup time for WROE to falling edge of -RAS (2tco+tmi- to ) 

tsowm Setup time for MDT to falling edge of -RAS (2to+ tmi- tit) 

tHowm Hold time for MDT from falling edge of -RAS (3to-tmit tit) 

tswm Setup time for PD Write_mask to falling edge (2tce+ tmi- tme ) 
of -RAS 

tHwm Hold time for PD Write_mask from falling edge (3tco-t mit tme ) 
of -RAS 

tsawrT Setup time for MDT to falling edge of -RWCAS (2to+ ti2~ tir) 

tHawt Hold time for MDT from rising edge of -RWCAS (to- tit tit) 

tspc Setup time for IAD contro! to falling edge (4to- tis+ tie) 


of -RWCAS 


tHpe Hold time for IAD contro) from falling edge (2to+tig-ti2) 
of -RWCAS 


tas. -AS low time) (2tc) 

tost -DS low time (2tc) for write, (3tc) for read 
tgiap Setup time for IAD address to rising edge of -AS (2te+ ts -ti7) 

triad Hold time for IAD address from rising edge of -AS (to-tis + ti7) 

tsinp Setup time for IAD read data to rising edge of -DS (2tc-tia + te) 

tro Hold time for IAD read data from rising edge of ~DS (to+ tia - tis) 

tswo Setup time for IAD write data to rising edge of -DS (2to-tio + tis) 

tHwo Hold time for IAD write data from rising edge of -DS (2to+t tio - tis) 


IAD read data access time 
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RAMDAC INTERFACE TIMING 


Pixel Video Ciock and Data Timing Diagram 


Figure C-20. DAC Write Operation Timing Diagram in Flicker-free Mode Only 
Figure C-21. 
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Table C-15. DAC Interface Timing Parameter 


Symbol Timing Parameter Min Max 
a a a ee eee: 
tow. -DACWR low time (PDM) Stoo - 
tows ~DACWR high time (PDM) St pe - 
tswo Setup time for Write Data to -DACWR 4t be - 
tHwo Hold time for Write Data from -DACWR 2t pe - 
tor Delay of -DACWR(PDM) from rising edge of PCLK ~ 30 
toe Delay of VDATA<7:0> from rising edge of PCLK - 30 
tve Output Video Pixel Clock Period pe 2t pe 
tsvo Setup time for Video Data to rising edge of VCLK 
tivo Hoid time for Video Data from rising edge of VCLK 3 
(same ast,, in Figure 4.4.1) 
tact SELVD high to -DACWR/-DACRD actively driven low 2t pe 
tors -~DACRD/-DACWR inactive to SELVD low too 
tvact ~ENVGA high to VDATA, BLANK, HSYNC and VSYNC active te 
tvpis VDATA, BLANC, HSYNC and VSYNC inactive to -ENVGA low tc 
set RE PUES REET a PETE RS PETA TG SSA PRES A TST AEC oP AO ES EU TSE EEE ACOA 
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WD95C00 (PAM) 


Pin 1 Indicator 


Name i Name i Name 
vss -WEO (0) BSA10 (0) 
SELVD (I) -WEl1 (0) BSA11 (O) 
MDTO (0) -WE2 (0) BSA12 (O) 
MDT1 (0) -WE3 (0) VDD 
MDT2 (0) -WE4 (0) vss 
WROE (0) -WES (0) RESET (1) 
SWAP (0) -WE6 (0) BSA13 (O) 
-RWCAS (0) -WE7 (0) BSA14 (O) 
-DT/-OE (0) -DS/1016 (O) 
vss ~SBHE (1) 
LA13 (O) MIO/-MEMR (1) 
LA24 (O) -$1/-IOR (1) 
-BIOS OE (0) -SO0/-MEMW (I) 
-BSAO (0) -CMD/-IOW (I) 
“BSA1 (O) -ADL/BALE (1) ATCLK (I) 
BSA2 (0) AO (1) AUP (1D 
BSA3 (O) Al (1) -~SETUP/AEN(1) 
BSA4 (0) A2 (1) vss 
BSAS (0) A3 (1) -IRQ (O) 
-CAS12 (0) BSA6 (O) A4 (1) -~CDSFDBK (0) 
-CAS34 (O) BSA7 (O) AS (1) CHRDY (0) 
-RASO (O) BSA8 (O) A6 (I) : -DBEN (0) 
~-RAS1 (0) BSA9 (O) A7 (1) DBIR (0) 


in 


P 
1 
2 
3 
4 
5 
6 
7 
8 
9 
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Name Name Name Name 


93 VDD 103 D&/SD8 (1/0) 113 SCLK (1) 123 RD/-WR (0) 
94 DO/SDO (1/0) 104 D9/SD9 (I/O) 114 DACS8 (0) 124 IADSTAT (0) 
95 D1/SD1 (1/0) 105 D10/SD10 (I/O): VDD 125 IADO (1/0) 
96 D2/SD2 (1/0) 106 D11/SD11 (1/0) 116 vss 126 IAD] (1/0) 
97 D3/SD3 (1/0) 107 D12/SD12 (1/0) 17 RMWE (1) 127 IAD2 (1/0) 
98 D4/SD4 (I/O) 108 D13/SD13 (I/O). 118 SLD (I) 128 IAD3 (1/0) 
99 vss 109 D14/SD14 (I/O) 119 SLC (1) 129 IAD4 (1/0) 
100 DS/SDS (1/0) 110 D1S/SD1$ (1/0) 120 MC/AT (1) 130 IADS (1/0) 
101 D6/SD6 (1/0) 111 -DACRD (0) 121 -DS (0) 131 IAD6 (1/0) 
D7/SD7 (1/0) -~DACWR (0) -AS (O) IAD7 (I/O) 
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WD95C01 (PDM) 


Pin 1 Indicator 


P Name Name Name Name 

1 vss 35 -DACV (1) 68 PCLK (1) 101 PD22 (1/0) 
7) IAD7 36 MID? (1) 69 vss 102 PD21 (1/0) 
3 IAD6 37 MID} (1) 70 VDD 103 PD20 (1/0) 
4 IADS 38 MIDO (1) 71 $D11 (1) 104 PD19 (1/0) 
5 1IAD4 39 SCLK (1) 72 SD10 (1) 105 PD18 (I/O) 
6 IAD3 40 RESET (1) 73 SD9 (1) 106 PD17 (1/0) 
7 IAD2 , 41 vss 14 SD8 (1) 107 PD16 (1/0) 
8 IAD1 42 -ENVGA (Q) 75 $D7 (1) 108 PD15 (I/O) 
9 1ADO 43 CLKSEL2 (0) 76 SD6 (1) 109 PD14 (1/0) 
10 IADSTAT 44 CLKSEL1 (0) 77 SDS (1) 110 PD13 (1/0) 
a ar nae 45 CLKSELO (0) 78 SD4 (1) 111 PD12 (1/0) 
op tne 46 $D31 (1) 79 SD3 (1) 112 PD11 (1/0) 
a vee 47 SD30 (1) 80 SD2 (1) 113 PD10 (1/0) 
ae SLC (0) 48 $D29 (1) 81 SD1 (I) 114 PD9 (I/O) 
= SLD (0) 49 SD28 (1) 82 SDO (1) 115 vss 

i VDD so VDD 83 vss 116 VDD 

ig wed 51 vss 84 SE34B (0) 117 PD8 (I/O) 
0 RMWE (0) $2 $D27 (1) 85 SE34A (0) 118 PD7 (I/O) 
20 BLANK (0) $3 $D26 (1) 86 SE12B (0) 119 PD6 (I/O) 
21 VDATAT (0) 54 $D25 (1) 87 SE12A (0) 120 PDS (I/O) 
22 VDATAS (0) 55 SD24 (1) 88 $C13 (O) . 121 PD4 (I/O) 
3 VDATAS (0) 56 $D23 (1) 89 SC24 (O) 122 PD3 (I/O) 
24 VDATA4 (0) 57 $D22 (1) 90 PD31 (I/O) 123 PD2 (1/0) 
25 VCLK (0) 58 $D21 (1) 91 PD30 (1/0) 124 PD1 (1/0) 
26 vss 59 SD20 (1) 92 PD29 (1/0) 125 PDO (I/O) 
27 VDATA3 (0) 60 SD19 (1) 93 PD28 (I/O) 126 -RWCAS (1) 
28 VDATA2 (O) 61 $D18 (I) 94 VDD 127 SWAP (1) 
29 VDATAI (0) 62 SD17 (1) 95 PD27 (I/O) 128 WROE (1) 
30 VDATAO (0) 63 SD16 (1) 96 PD26 (1/0) 129 MDT2 (I) 
31 -DACRD (0) 64 SD15 (1) 97 PD25 (1/0) 130 MDT1 (1) 
32 -DACWR (0) 65 SD14 (1) 98 PD24 (1/0) 131 MDT (1) 
33 HSYNC (0) 66 SD13 (1) 99 VSS 132 SELVD (0) 


VSYNC (0) $D12 (1) PD23 (1/0) 
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Register Definitions 


IBM® 8514/A COMPATIBLE REGISTERS 


A board based on the PWGA-1 chip set is 100 
percent compatible with the IBM 8514/A at the 
register level. 


DAC Interface 


The 8-bit registers shown in Table 1 are used to 
program the external video DAC. It is possible to 
write and read the DAC. Once thé read/write in- 
dex is written, muluple read/write operations can 
be performed without having to set the index for 
each entry. 


Procedure to write to the DAC: 


1. Set start write color index at O2ECH. 


2. Write three bytes (R, G, B values) at OQEDH 
(The index auto increments to the next write 


entry) | 
3. Repeat step 2 until the desired number of en- 
tries have been programmed. . 


Procedure to read from the DAC: 


1. Set start read color index at 0O2EBH. 


2. Read three bytes (R, G, B values) at 0O2EDH 
(The index auto increments to the next read 
entry). 

3. Repeat step 2 until the desired number of en- 
tries have been read. 


Color Programming 8514/4 VGA 
Look Up Table Mask (R/W) O2EA 03C6 
Read Color index O2EB (Write Only) 03C7 (Write Only) 
DAC State O2EB (Read Only) 03C7 (Read Only) 
Color Index (R/W) O2EC 03C8 
RGB Color Value (R/W) O2ED 03C9 


RAE ENE EAN LE PE NE IL ENA BT I II Be IE et TI I MATT TE TT SITE BE I EO SE EES AEE REI SE EEL I I SE TE EE A ETE A a EERE) 


Table 1. DAC Color Programming Registers 


oe 


Le) 


PWGA-1 


Graphics Mode Control Register 


Graphics mode is selected by writing to the 
Graphics Mode Control (GMC) Register at ad- 
dress 4AE8h (Figure 1). This register is used by 
all modules within the PWGA-1. Set Bit 0 to 1 to 


1316 13 V2 1d 10 9 8 7 


select 8514/A graphics mode or 0 to select VGA 
pass through mode. Bits 1 and 3 are reserved for 
mode extension; set Bit 1 to 1. Bit 2 selects the 
screen resolution; set Bit 2 to 1 to select 
1024x768 (44.9 MHz) or 0 to select 640x480 


(25.175 MHz). 


Reserved 128514/A 


Resolution 
0=640x480 
1=1024x768 


Figure 1. Graphics Mode Control Register (4AE8h Write Only) 
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Video Timing Setup Registers 


There are nine registers for setting up video tm- 
ing: four for horizontal, four for vertical, and one 
for control. These registers affect the video dis- 
play of the PWGA-1. The horizontal and vertical 
registers are set by the selected resolution. For 
example, if 1024x768 is the graphics mode se- 


Register 
Address 


640x480 1024x768 


lected by the GMC Register, then the horizontal 
and vertical registers are set accordingly. Table 2 
shows what register value to set depending on the 
resolution selection. 

Figures 2 through 9 show the format for the 
horizontal and vertical registers. Vertical timing is 
programmed in line resolution. Horizontal timing 
is programmed in 8-pixel resolution. 


640x480x8 1024x768 


Table 2. Settings for Video Timing Registers 


Te 2.6 5 4 3 2 1 0 


Set Number of Pixels per Line 


Figure 2. Horizontal Total Register 
(O2E8h Write Only) 


7 6 § 4 3 2 1 0 


Set Nurnber of Pixels Displayed 


Figure 3. Horizontal Active Register 
(O6E8h Write Only) 


Ww 


Set Horizontal! Syne Position 


Figure 4. Horizontal Syne Position Register 
(OAE8h Write Only) 


Polarity 
1snegative Set Horizontal Sync Width 


O=positive 


Figure 5. Horizontal Syne Width and Polarity 
Register (OEE8h Write Only) 


1110 9 8 7 6 § 4 3 2 1 Q 
Set Number of Lines per Frame 


Figure 6. Vertical Total Register (12E8h 
Write Only) 


° | 


1110 9 8 7 6 § 4 3 2 1 #0 


Set Number of Lines Displayed 


Figure 7. Vertical Active Register (16E8h 
Write Only) 


11:10 9 8 7 6 5 4 3 2 1 0 


Set Vertical Syne Position 


Figure 8. Vertical Sync Position Register 
(1AE8h Write Only) 


a a ee” ee ee 


Polarity Set Vertical Syne Width 


1=negative 
Ozpositive 


Figure 9. Vertical Sync Width and Polarity 


Register (1EE8h Write Only) 
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Display Control Register 


The Display Control (DSC) Register sets various 
contro] features for the display functions (see 
Figure 10). 


Skip Y1 


Skip Y2 


15 


14 


Set Bit 1 to 0 to skip Bit 1 of the y 
scan counter in the screen refresh. 
This allows two pages to be displayed 
in 640x480x4 screen resolution. 


Set Bit 2 to 0 to skip Bit 2 of the y 
scan counter in the screen refresh. 
This allows two pages to be displayed 
in 1024x768x4 screen resolution. 


11 10° 9 8 


130. 12 


O1=enable 
10=reset 


interlace 
l=yes 
O=no 


Scan 


Interlace 


Enable 
Display 


Bit 3 set to 1 specifies double scan 
(2); 0 specifies single scan (1). 


Bit 4 set to 1 specifies interlaced 
mode; 0. specifies non-interlaced 
mode. 


Bits 5 and 6 work together to enable/ 
reset the display. The display is en- 
abled when Bits 5 and 6 are set to 01 
and reset when set to 10. 


DSC = 033h (1024x768); O21h (640x480x4); 
023h (640x480x8) 


1=no 
Ozyes 


Scan 
1=double 
O=single 


Figure 10. Display Control Register (22E8h Write Only) 
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Interrupt Control Register 


The Interrupt Control (IC) Register at address 
42E8h is used for interrupt and reset contro! of 
the PWGA-1 FIFO and other CPU interface 


functions (see Figure 11). 


This register is write 


only and affects Bits 3-0 of the Interrupt Status 
(IS) Register (see “Interrupt Status Register”). 
The IS Register is a read only register also at ad- 
dress 42E8h. 


Vsync 


Graphic 
Engine 
(GE) Busy 


FIFO 
Overflow 
& Invalid 
Read 


P4132) 13 10 


15 | 


1 
0 


o 


0 1 


Bit 0 puts a 0 in the vertical sync 
status bit of the IS Register that can 
be read at address 42E8h. 


Bit 1 puts a 0 in the GE busy status bit 
of the IS Register that can be read at 
address 42E8h. 


Bit 2 puts a 0 in the FIFO overflow 
Status bit of the IS Register that can 


. be read at address 42E8h. This bit is 


cleared at the end of every line during 
a read across the plane. 


FIFO 
Empty 


Vsync 


_GE Busy 


FIFO 
Overflow 


FIFO 
Empty 


Hardware 
Test 


GE 
Reset 


VSYNC 
10=Reserved 1=Enable 
for hardware O=Disable 
test 3 
00=No change oo 

IFO Erm O=Disable 
O=Disable 1=Enabie 
=Disable 


Graphic Engine Reset 


Normal 
Reset 
No Change 


0 
0 


Bit 3 puts a 0 in the FIFO empty sta- 
tus bit of the IS Register that can be 
read at address 42E8h. 


Bit 8 enables/disables the vertical 
sync interrupt. 


Bit 9 enables/disables the GE busy in- 
terrupt. 


Bit 10 enables/disables the FIFO 
overflow interrupt. 


Bit 11 enables/disables the FIFO em- 
pty interrupt. 


Bit 12=0, Bit 13=1 is used for Normal 
mode. 


Bits 15 and 14 are used to switch be- 
tween normal mode and reset. 


VSYNC 
1=Clear 
O=No change 


GE Busy 
1=Clear 
O=No change 
FIEO Overtiow 
1=Clear 
Q=No change 


FIFO Empty 
1=Clear 
O=No change 


Figure 11. Interrupt Control Register (42E8h Write Only) 
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( : EPROM Selection Register a bank of EPROM. Figure 12 shows the register 


format for bank selection. Bi ‘di 
The EPROM Select (ES) Register is used bythe pany celectine, ton... Bit 3 enables/disables 
CIU to enable EPROM bank selection and select ; 


PROM 
1=Enable 
O=Disable 


0 
0 
0 
1 
1 
1 
1 
1 


=4~0O00-+-00 
iO" O=-" O + O 
NOOO hWNH—-O 


Figure 12. EPROM Select Register (46E8h Write Only) 


¥ eae \ 
( | 


BIOS EPROM Memory Location fixed at CA000h to CA7FFh, and 4K banks at 


C7000h to C7FFFh Tabi . 
BIOS EPROM memory location for Micro Chan- i (see Table 3) 


nel consists of 2K fixed at C6800h to C6FFFh, 2K 


Table 3. Options for BIOS EPROM Memory Locations 


Memory Location Micro Channel 


2K Fixed C6800h-C6FFFh 


4K Bank Selected C7000h-C7FFFh 


“J 
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Drawing Control 


There are sixteen registers involved in drawing 
control. 


Current Y Position (CYP) Register 


The CYP Register at address 82E8h uses Bits 
10-0 to define the current position of y for the 


14-13. 12 


pixel being drawn (see Figure 13). The value is 
11 bits unsigned. Note that Bit 11 is reserved. 


Current X Position (CXP) Register 


The CXP Register at address 86E8h uses Bits 
10-0 to define the current position of x for the 
pixel being drawn (see Figure 14). The value is 
11 bits unsigned. Note that Bit 11 is reserved. The 
status of this register can be read. 


Reserved 


Current Y of Drawing Point Value 


Figure 13. Current Y Position Register (82E8h Read/Write) 


151413 12 10 


Reserved 


Current X of Drawing Point Value 


Figure 14. Current X Position Register (86E8h Read/Write) 


@ 


i 


Register Definitions 


a a nee caer 


Copy Y Destination/Incr 1 (CYDI) 
Register 


The CYDI Register at address 8AE8h uses either 
Bits 10-0 to define the y destination when 
BITBLT copying, or Bits 11-0 to define Incre- 


1514 13 12S 11 10.9 


152.146. 131d 1) 10, . 9 8 


8 7 6 5 4 3 2 19 


Line Parameter : 


ment 1 value when drawing a line (see Figure 15). 
The command performed is specified by the 
Drawing Command (DC) Register. The value is 
12 bits unsigned when line drawing is specified. 
The minterm for the line drawing is: 


Increment 1 = 2* (min(|dx|,|dy|)) 


Increment 1 


7 6 5 4 3 2 1 Q 


Copy Y Destination 


Figure 15. Copy Y Destination/incr 1 Register (BAE8h Write Only) 


oO 
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Copy X Destination/Incr 2 (CXDI) 
Register | 
The CXDI Register at address 8EE8h uses either 


Bits 10-0 to define the x destination when 
BITBLT copying, or Bits 12-0 to define Incr2 


15 14 13 12 11 10 ~0 69 8 


value when drawing a line (see Figure 16). The 
command performed is specified by the Drawing 
Command (DC) Register. The value is 13 bits 
signed when line drawing is specified. The min- 
term for the line drawing is: 


Increment 2 =2* (min(|dx|,/dy|)-max(|dx|,|dy|)) 


15. 14 13 32 


Copy X Destination 


Figure 1-16. Copy X Destination/incr 2 Register (8EE8h Write Only) 


Sie 


( ae Delta Line (DL) Register 


The DL Register at address 92E8h uses Bits 12-0 
to define the delta for the current line drawing 
(see Figure 17). The value is 13 bits signed 2's 
complement. The minterm for the line drawing 
is: 


2° [min(|dx|,|dy|)] - max(|dx],|dy]) - 1 


1614 13 12 11 «210 ~ 2629 8 


Sign Extension 


Register Definitions 


if starting x < ending x, and 
2 * [min(|dx|,/dy|)] - max(|dx|,|dy|) 
> 


if starting x = ending x. 


The status of this register, when read after 
line drawing, is sign extended to 16 bits. 


Delta Line Value 


Figure 17. Delta Line Register (92E8h Read/Write) 
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Rectangle Width/Max (RWM) Register by the Drawing Command (DC) Register. The 
value is 11 bits unsigned. When line drawing is 


The RWM Register at address 96E8h uses Bits specified, the minterm for the line drawing is: 


CO) 


10-0 to either define the width for a rectangle in Line Parameter = max({dx|,|dy|) 
BITBLT or rectangle mode or draw a line (see 
Figure 18). The command performed is specified Rectangle Width Value = Rectangle Width - 1 


Rectangle Width Value or Line Parameter: Max Delta | 


Figure 18. Rectangle Width/Max Register (96E8h Write Only) 


Register Definitions 


Drawing 


Command (DC) Register 


' The DC Register at address 9AE8h provides com- 


mands for drawing (see Figure 19). All parame- 
ters have to be set before this command is sent to 
activate the drawing. 


R/W 


Pixel 


Mode 


Last Pixel 


Dir Type 


Bit 0 specifies a read operation when 
set to 0 and a write operation when 
set to 1. 


Bit 1 specifies single-pixe! mode when 
set to 0 and multi-pixel mode when 
set to 1. 


Bit 2 specifies the last pixel is drawn 
when set to 0 and turned off when set 
to l. 


Bit 3 specifies the type of line drawing 
direction as either radial (Deg) or co- 
ordinate-based (XY). The pro- 
grammed direction is specified by Bits 
7-5 of the DC Register. Direction 
type is radial when set to 1 and coor- 
dinate-based when set to 0. 


Draw 


Drawing 
Direction 


CPU Data 
Transfer 


Bus Select 


Swap 
MSB/LSB 


Command 
Type 


Bit 4 specifies draw when set to 1 and 
update the drawing point only when 
set to 0. 


Bits 7-5 specify the direction to draw 
using the direction type indicated by 
Bit 3 (see Figure 19). 


Bit 8 provides a wait state when set to 
1 to allow waiting for CPU data during 


functions such as image twansfer and | 


texture line drawing. 


Bit 9 specifies that the 16-bit data bus 
is selected when set to 1 and the 8-bit 
data bus is selected when set to 0. 


Bit 12, when set to 1, specifies that 
the most significant byte (MSB) be 
swapped with the least significant byte 
(LSB) when the 16-bit data bus is se- 
lected (i.e., Bit 921). Bit 12 is nor- 
mally set to 0, the MSB is drawn first, 
then the LSB. 


Bits 15-13 specify the commands for 
drawing (see Figure 19). 
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} 
\ 
a Ss 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 
PC Data 


ed 


1=Yes 
O=zNo 
DIR Type 
1=Deg 
O=XY Last 
Pixel 
12Off ° 
0z0n 
Pixel Mode 
1=Multi 
O=Single p/w 
1=Yes i=W 
O=No . O=R 


Drawing Direction 


a 


~o-0 +90 ~~ OF] @ 


Bit 3=1 Bit 3=0 

0 degrees Y neg, X major 

45 degrees _ Y neg, X major. X pos pas 
90 degrees Y neg, Y major, X neg | “ 2) 
135 degrees Y neg. Y major, X pos ee. 


180 degrees Y pos, X major, X neg 
225 degrees Y pos, X major, X pos 
270 degrees Y pos, Y major, X neg 
315 degrees Y pos, Y major, X pos 


-=—- O20 + +~ A Oj[/@ 


1§ 14 13 Drawing Function Command 


0 OO O| No Operation 

0.6U~8llCl Draw Line 

0 1 O | Fill Rectangle (Hor. 1st by 4 Hor. pixels); Search & Fill® 
oO 1 1 ° ‘ (Vert. 1st by 2 Vert. pixels) * 

1 0 0 i ‘ (Vert. 1st by 4 Hor. pixels) 

1 0 1 | Draw Line (Polygon Boundary) 

1 1 O | BITBLT 

1 1 #1 | Not defined 


* see BEEB-A 


Figure 19. Drawing Command Register (9AE8h Write Only) 


Short Stroke Vector Control (SSVC) 
Register 

The SSVC Register at address 9EE8h provides 
two bytes of data. Each byte specifies the length, 


direction, and move/draw control for a short vec- 
tor. 


Pixel Line Bits 3-0 and 11-8 define the pixel 
Length line length. 


Drawing Direction 


O=move 
1=draw 


Pixel Line Length Value Drawing 


Register Definitions 


Move/Draw Bit 4 indicates a draw function when 
set to 1 and a move function when set 
to 0. 


Drawing Bits 7-5 and 15-13 specify the direc- 

Direction tion to draw using the direction type, 
either radial-based or coordinate- 
based, as specified by Bit 3 of the DC 
Register. 


Pixel Line Length Value 
Direction 

O=move 
1=draw 


Drawing Direction 


0 degrees 
45 degress 
90 degrees 
135 degrees 
180 degrees 
225 degrees 
270 degrees 
315 degrees 


“a ss =a 4 OO OO OC 
= Oo —-" O + O = Oo 


0 
0 
1 
1 
0 
0 
1 
1 


x major, x neg. (left) 

x major, x pos. (right) 

y major, y neg. (up) 

y major, y neg. (up) 

x major, x neg. (left) 

x major, x pos. (right) 

y major, y pos. (down) 
y major, y pos. (down) 


Figure 20. Short Stroke Vector Control Register (9EE8h Write Only) 
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Background Color (BC) Register 


The BC Register at address A2E8h specifies the 
background color (see Figure 21). The MSB in 
this word 1s not used. 


Foreground Color (FC) Register 


The 


FC Register at address A6E8h specifies the 


foreground color (see Figure 22). The MSB in 
this word is not used. 


7 6 5 4 3 2 1 0 7 6 5 4 3 2 1 0 


Background Color Value 


Figure 21. Background Color Register 
(A2E8h Write Only) 


Foreground Color Value 


Figure 22. Foreground Color Register 
(ABE8h Write Only) 


ee 


CO) 


O) 


Register Definitions 


Bit-plane Write Mask (BWM) Register Bit-plane Read Mask (BRM) Register 

The BWM Register at address AAE8h specifies The BRM Register at address AEE8h specifies the 
the bit-plane selected for graphics or text update read source mask for graphics or text update (see 
(see Figure 23). The MSB in this word is not Figure 24). The value is the true mask rotaed 
used. left one bit; that is, Bit 0 is the mask for Plane 7 


and Bits 1-7 are the mask bits for Planes 0-6, 
respectively. However, for polygon fill, Bits 2, 3, 
and 4 are for Planes 2, 3, and 4, respectively. 
The MSB in this word is not used. 


7 6 § 4 3 2 1 0 
Plane Plane | Plane 
7 1 0 
Bit-plane Write Mask 


Figure 23. Bit-plane Write Mask Register (AAE8h Write Only) 


7 6 5 4 3 2 1 0 
Plane 
7 
* = plane no. corresponds to bit no. 
for search & fill. 


BITBLT 


For each plane: izyes 
O=no 


Figure 24. Bit-plane Read Mask Register (AEE8h Write Only). 
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Comparison Color (CC) Register Background Mix (BM) Register 


The BM Register at address B6E8h specifies the 
background mix (see Figure 26). The MSB in 
this word is not used. 


The CC Register at address B2E8h specifies the 
comparison color (see Figure 25). The MSB in 
this word 1s not used. a 


a eel ) 
Background Mix Value 


Comparison Color Value see definition for Foreground Mix 
Figure 25. Comparison Color Register Figure 26. Background Mix Register (B6E8h 
(B2E8h Write Only) Write Only) 


Register Definitions 


Foreground Mix (FM) Register the foreground mix command. Bits 6 and § spec- 
ify color selecuon. The MSB in this word 1s not 


The FM Register at address BAES8h specifies the used. 


foreground mix (see Figure 27). Bits 4-0 specify 


15 14-013 12 — C1 10S CD 8 Zt 6 5 4 3 2 1 0 


Not Used Color Select Foreground Mix Command 


Color Source 
Select 


BGC 
FGC 


CPU data 
Display memory 


Foreground Foreground 


not screen minimum 
zero (screen—new) without saturate 

one (new-screen) without saturate 

leave alone (new+screen) without saturate 

not new maximum 

xor (screen-new)/2 without saturate 

not screen xor new (new-screen)/2 without saturate” 
overpaint average = (new+screen)/2 w/o saturate 
not screen or not new (Screen-new) with saturate 

screen or not new (Screen-new) with saturate 

not screen or new (new-screen) with saturate 

screen or new (new+screen) with saturate 

screen and new (screen—new)/2 with saturate 

not screen and new (screen—new)/2 with saturate 

screen and not new (new-screen)/2 with saturate" " 

not screen and not new (screen+new)/2 with saturate 


Figure 27. Foreground Mix Register (BAE8h Write Only) 
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Multifunction Control (MC) Register 10-0 specifies the clipping window top limit. 


The MC Register at address BEE8h specifies sev- 


Clip Window Left Limit Registe 
eral drawing control parameters (see Figure 28a). r, ae ail 


Bits 15-12 control the use of this register; when When Bits 15-12 are set to 2, the value in Bits 
these bits are changed, the register changes func- 10-0 specifies the clipping window left limit. 
tion. 

Rectangle Height Register Clip Window Bottom Limit Register 


When Bits 15-12 are set to 0, the value in Bits When Bits 15-12 are set to 3, the value in Bits 
10-0 specifies rectangle height. 10-0 specifies the clipping window bottom limit. 
Value = rectangle height - 1 

Clip Window Right Limit Register 


Clip Window Top Limit Register When Bits 15-12 are set to 4, the value in Bits 


When Bits 15-12 are set to 1, the value in Bits 10-0 specifies the clipping window right limit. 


48, 16>. 93:42 31. 10 2 9 8 7 6 5 4 3 2 1 0 


Drawing Select Rectangie/Clipping Parameter Value 
| ‘\ Bit 11 is reserved. 


(Don't care for BEE8-0.) 


BEE8-0 Rectangie height - 1 
BEES-1 Clipping window top limit 


BEE8-2 Clipping window left limit 
BEEB-3 Clipping window bottom limit 
BEE8-4 Clipping window right limit 


Figure 28a. Multifunction Control Register (BEE8-0,1,2,3,4 Write Only) 
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TT a ee eS ee SSO Se erer teen, 


Memory Configuration Register setto 0. Bit 1 is reserved and should be set to 1. 


When Bits 15-12 are set to 5, memory configura- Bits 2 and 3 (RES) specify resolution and Bit 4 
tion is selected. Bit 0 is reserved and should be specifies planes for drawing (see Figure 28b). 


1814 ~—13 


12 
Dane 


GHEE, slam” 


5 Not Used 640x480x4: Y-coordinate X-coordinate 


O = lower 4 pianes Control Control 
1 = upper 4 planes 


,0 640x480 and 
1024x768 (binary) 


Skip Y 640x480x4 (Bit 1 of 22E8h must equal 0) 
linear 1024x768 or 640x480x8 

Not used Not defined 

Not used Not defined 


Figure 28b. Memory Configuration Register (BEE8-5 Write Only) 
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Pixel Position Mix Control/L Register 


When Bits 15-12 are set to 8, Pixel Position Mix 
Control/L is selected (see Figure 28c). Bits 4-1 
specify the pixel position mix control for pixels 
0-3. 


Position Mix Control 
O=low BEE8-8 
1=high BEE8-9 


15 14 15. 12.1. 10D 8 7 6 


ition Mix ntr 


Pixel Position Mix Control/H Register 


When Bits 15-12 are set to 9, Pixel Position Mix 
Control/H is selected (see Figure 28c). Bits 4-1 


specify the pixel position mix control for pixels . 


4-7. 


> 4 3 2 1 Q- 


=no 
lsyes 


Figure 28c. Pixel Position Mix Control Register (BEE8-8, BEE8-9 Write Only) 
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Data Extension/Compare Control Register 


When Bits 15-12 are set to A, Data Extension/ 
Compare is selected (see Figure 28d) and the fol- 
lowing applies to Bits 7-2: 


Packed 
Data/ 
Search 
Enable 


Bit 2 = 0 is normal. Bit 2 = 1 enables 
use of packed data. When in opera- 
tion involving read, packed data is 

computed from the source. Packed 
Data is defined as “the screen data 
ORed with the complement of the 
bitplane read mask.” If the result is 
all 1, then 1 is extracted, otherwise 0 
is extracted per pixel. When write 
operation is selected, PWGA-1 goes 


Data 
Compare 


Data 


into a special search and fill mode. 
The screen data is read and if the 
packed data extracted is 0, write op- 
eration is suspended. When a packed 
data “1” is encountered, write opera- 
tion is enabled until] the next “1”. 
This mode is used to detect the 
boundary of a polygon for fill opera- 
tion. 


Bits 5~3 specify data comparison 
parameters. 


Bits 6 and 7 specify data extension, 


Extension mix type, and extension sources. 
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15.14 13 12 td. 2 10S 8 7 6 5 


A Data 
extension 


Bit pattern = always: 


Pixel position 
Mix Control BEE8-8,9 


ii CPU pixel data 


1 Display memory used 
to display packed 
data” bit pattern 


Datas1 —= 


Mix 
(FMX) 


Data=0 —e og: 


(BMX) 


Packed data” same 
as above 


Bit 6=1 
Data=0 —»BGC & BMX 


*packed data—the screen data is ORed with the com- 
plement of the bditplane read mask. if the resutt is all 
1, then 1 Is extracted, otherwise 0 is extracted per 
pixel. 


**marker—special BITBLT mode used for multi-color 
marker. A 10 pattern is stored in display memory. 
Ouring BITBLT, if display memory dataz1, CPU data is 
used. If datas0, background color is used. 


NQOn & WN + © 


76 | ¢ Bit pattern from the ¢ Color sources selected 
following sources by Bit 5, 6, of BAE8h 
Bit 6=0, Bit 5=1 (BAE8h) 
_ Color se once 
& 


Foreground 
Background Color 


Background Mix 


, Bit 5=0 (BAEBh) 
Data=1 —e=CPU data & FMX| mode 


Data 
compare 


| 2| Packed Data Data 


Chae Read 
Write 


Pol Ne | Reaa/write. 


BITBLT across the 


Enable 


data 


Normal 


Reger 


Packed Data/Search 


Read packed 


Search and 
fill mode 


Limited use: certain 
textures horizontal line 


CPU 10-bit pattern 
image transfer to 
display memory 


plane or from 1 bit- 
plane to FGC and BGC 
through all planes 


Special marker** 


Bite 3-5 | Comparison Type 


Faise 

True 

Plane data >= comparison 
Piane data < comparison 
Plane data < comparison 
Plane data = comparison 
Plane data <= comparison 
Plane data > comparison 


| _ Figure 28d. Multifunction Control Register (BEE8-A Write Only) 
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Image Read/Write (IRW) Register 


The IRW Register at address E2E8h specifies the 
read/write port for image transfer. For across the 
plane image transfer, read/write data is deter- 
mined by nibble boundary on the screen. The 
Starting point will fal) on the first nibble group. 
For word mode, two nibbles of data can be trans- 
ferred for each read/write (see Figure 29). For 
through the plane image transfer, two pixels can 
be transferred for each read/write operauon in 
word mode (see Figure 30). 


Register Definitions 


For Pixel Read operation across the plane: 


n 
bit value «= TF (P, + RM ) 
isl 


nhs maxisum bit-plane value 
Ps = pixel value of the bit-plane 
RM; = read mask for the i-th bit-plane 


For Pixel write operation across the plane: 


bit value#O0 will write background color 
bit valuesi will write foreground color 


screen pixel from ieft to right! 01234567 


£5. 14-13 12 11 10: - 9 8 


> 7 


3 2 i Q 


7 6 5 4 
1 2 3 


Pixel Read/Write value 


Figure 29. image Read/Write Register (E2E8h Read/Write) Across the Plane 


14,013 12 11 10 


Pixel 1 if 16-bit Mode Selected 


15 


9. C8 7 6 5 4 3 2 1 Q 


ey EM 


Pixel 2 


Figure 30. Image Read/Write Register (E2E8h Read/Write) through the Plane 


25 


PWGA-1 


Status GE Busy 
There are three status registers that can be read to FIFO 
acquire information; the Interrupt Status (IS) reg- Overflow 


ister at address 42E8h, and the FIFO Status (FS) 
Register at address 9AE8h, and the Video Status FIFO 


(VS) register at address O2E8h. Empty 
Interrupt Status (IS) Register Monitor 
The IS Register provides interrupt status, moni- ID 


tor ID, and plane size (see Figure 31). 


Vsyne Bit 0 indicates a vertical sync inter- Plane Size 
rupt when set to 1. 


Reserved for Hardware Test Monitor ID 


Plane Size 
O=4 bit 
1=8 bit 


8514/A color 16” 
VGA 8503 mono 12” 
VGA 8513 color 12” . 
VGA 8512 color 14” 
No monitor 


Bit 1 indicates GE busy when set to 1. 


Bit 2 indicates FIFO overflow when 
set to 1. 


Bit 3 indicates FIFO empty when 
set to 1. 


Bits 4-6 indicate the monitor type 


being driven by the PWGA-1 or 
8514/A. 


Bit 7 indicates a 4-bit plane when set 
to 0 or an 8-bit plane when set to 1. 


O=Not Detected 
1=Detected; 

Interrupt 

Generated if Enabled 
GE_Busy 
O=Not Detected 
1=zDetected; 

Interrupt 

Generated if Enabled 


F vertiow & Invaili 

read 

OzNot Detected 

1=Detected; Interrupt 
Generated if Enabied 


FIFO Emoaty 
OzNot Detected_ 


1zDetected; interrupt 
Generated if Enabled 


Figure 31. Interrupt Status Register (42E8h Read Only) 
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Register Definitions 


FIFO Status- (FS) Register the input FIFO is occupied by data). 

The FS Register provides FIFO status informa- Data Bit 8 indicates that CPU read data is 

tion, PC read data status, and hardware busy Taken taken when set to 1 and not taken 

status (see Figure 32). when set to 0. 

FIFO Bits 7-0 of the FS Register indicate Hrdwr Bit 9 indicates that the hardware is 

Occupied data status of the FIFO (i.e., a 1 in Busy busy when set to 1 and not busy when 
Bit 2 indicates that the third entry of set to 0. 


15 14.13 12.11 ~——O10 9 8 7 6 5 4 3 0 


2 1 
Entry | Entry | Entry | Entry | Entry | Entry | Entry | Entry 
7 6 § 4 3 2 1 0 


Not Used i 

j=yes 
O=no 

Hrdwr Busy 

Q=not busy 

1=busy 

Data Taken 

1=yes 

O=no 


Figure 32. FIFO Status Register (SAE8h Read Only) 


Video Status (VS) Register Bit 1 : vertical syne 

VGA mode : 1.28 ms-positive polarity 
The VS Register (Figure 33) provides video status 640x480 mode : 16.8 ms-negative polarity 
information. 1024x768 mode : 11.6 ms—-positive polarity 


1413 12 #11. 10 9 #8 7 +6 § 4 +3 #2 =1 =«9 
Analog RGB 
Signal Test 


Vertical Sync 


15 


Line Count 


Figure 33. Video Status Register (O2E8h Read Only) 
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Table 4. Address Decoding Tables 


Address Decoding Table for Read 


Bits 2e8 6e8 ae8 ee8h 
15~12/11-0 
0 2068 208 268 208 
1 2068 268 268 2e8 
2 2068 2e8 268 268 
3 2e8 2e8 2e8 268 
4 42e8 42068 4268 4268 
5 42068 42e8 42e8 4208 
6 42e8 42e8 42e8 42e8 
7 42e8 42e8 4208 4268 
8 8208 86e8 0" O* 
9 92e8 0" 9ae8 0° 
a e2e8 e2e8 0° 0* 
b oO 0° 0° 0" 
c 82e8 86e8 0° 0° 
d 92e8 0° Sae8 0" 
e e2e8 - e2e8 0° OF 
f 0° 0° 0° 0° 
* A value of zero will be read 
Address Decoding Table for Write 
Bits 2e8 6e8 aes ee8h 
15-12/11-0 
0 2e8 6e8 ae8 ee8 
1 1268 16e8 1ae8 1ee8 
2 22e8 x x xX 
3 4 Xx »4 ».4 
4 42e8 46e8 4ae8 x 
5 42e8 46e8 4ae8 D4 
6 42e8 46e8 4ae8 4 
an f 42e8 46e8 4a0e8 Xx 
8 82e8 86e8 8ae8 8ee8 
9 92e8 9668 9ae8 See8 
a a2e8 a6e8 aae8 aees 
b b2e8 b6e8 bae8s bee8 
c 82e8 86e8 8ae8 8ee8 
d 92e8 96e8 Sae8 9ee8 
e a2e8 a6e8 aaes aees 
f b2e8 b6e8 bae& bee8 


When in wait CPU data mode and graphic engine is busy, register a2e8h, a6e8h, 


e2e8h, and e6e8h are the same as e2e8. 


Register Definitions 


Table 5. IBM 8514/A Compatible Registers 


EN a NE TET ETE STITT IE TIO RST EEE I I ES ES IE Po EET EN DEE EAE EEE A IT I ITE ST EY RAISES SPOOLS EDIT EEE SITE TL ENTE IE OO IF IED AES 


O2EA/03C6 
O2EB/03C7 
O2EB/03C7 
O2EC/03C8 
O2ED/03C3 
O2E8 

O2E8 

O6E8 
OAE8 
OEE8 

12E8 

16E8 

1AE8 

1EE8 

22E8 

42E8 

42E8 

46E8 

4AE8 

82E8 

86E8 

BAEB 

BEES 

92E8 

S6E8 

9AE8 
SAE8 

SEE8 

A2E8 
A6E8 
AAES8 
AEE8 

B2E8 

BEES 

BAE8 
BEES 

BEES (0) 
BEES (1) 
BEES (2) 
BEES (3) 


R/W 


DDE 
z 


WwW 


== 


Z==e=zez SR ere ee oe Se a a 


Look Up Table Mask 

Read Color index 

DAC State 

Color index 

RGB Color Value 

Video Control Status 
Horizontal Total 

Horizontal Active 

Horizontal Sync Position 
Horizontal Syne Width/Polarity 
Vertical Total 

Vertical Active 

Vertical Sync Position 
Vertical Syne Width/Polarity 
Display Control 

interrupt Status 
Interrupt/FIFO/Reset Control 
EPROM Selection 

Graphics Mode Controi 
Current Y Position 

Current X Position 

Copy Y Destination/incr 1 Line 
Copy X Destination/incr 2 Line 
Delta Line 

Rectangle Width/Max for Line 
FIFO Status 

Drawing Command Control 
Short Stroke Vector Control 
Background Color 
Foreground Color 

Bit-Plane Write Mask 
Bit-Piane Read Mask 
Comparison Color 
Background Mix 

Foreground Mix 

Multifunction Control 
Rectangle Height 

Clipping Window Top Limit 
Clipping Window Left Limit 
Clipping Window Bottom Limit 
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Table 5. IBM 8514/A Compatible Registers (cont.) 


Clipping Window Right Limit 


BEES (4) Ww 
BEESB (5) WwW Memory Configuration 
BEES (8) Ww Pixel Position Mix Control—Low 

- BEES (9) Ww Pixel Position Mix Control—High 
BEES (A) Ww Data Extension/Compare Control 
E2E8 R/W image Read/Write 


ee, 


